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PROVIDE MOVEMENT JOINT IN WALL.
EXACT LOCATION TO BE AGREED WITH
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PROVIDE MOVEMENT JOINT IN WALL.
EXACT LOCATION TO BE AGREED WITH
ENGINEER & ARCHITECT ON SITE
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PROVIDE ANCON WALL STARTER KIT
TO TIE NEW BLOCKWORK TO EXISTING
WALLS.
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TIE BLOCKWORK TO COLUMNS USING
USING ANCON SBD FRAME CRAMP TO
BOTHSIDES OF STEEL COLUMN
INSTALLED TO MANUFACTURERS
RECOMMENDATIONS . PROVIDE A
MINIMUM EMBEDMENT DEPTH OF
50MM.

PROVIDE ANCON WALL STARTER KIT
TO TIE NEW BLOCKWORK TO EXISTING
WALLS.

STRUCTURAL STEELWORK

FABRICATED STRUCTURAL STEEL (TO ISEN
1090-1:2009+AC:2010+A1:2011) SHALL BE CE MARKED.
CONTRACTOR SHALL PROVIDE FACTORY PRODUCTION
CERTIFICATE, WELDING CERTIFICATE AND PROJECT SPECIFIC
DECLARATION OF PERFORMANCE TO THE
ARCHITECT/ENGINEER. ALL STRUCTURAL STEELWORK SHALL
BE FIRE PROTECTED AND CERTIFIED TO 60MINS WITH EITHER
INTUMESCENT PAINT OR ENCASEMENT.

STRUCTURAL TIMBER

STRUCTURAL TIMBER SHALL BE IN ACCORDANCE WITH
EN14082-1:2016 AND SHALL BE SIZED IN ACCORDANCE WITH
SR 71:2015 TIMBER IN CONSTRUCTION EUROCODE 5 - SPAN
TABLE AND GUIDELINES. TIMBER TRUSSED RAFTERS SHALL BE
IN ACCORDANCE WITH IS EN 14250:2010 AND SR 70: 2015
TIMBER IN CONSTRUCTION EUROCODE 5 TRUSSED RAFTERS.

STRUCTURAL CONCRETE

CONCRETE SHALL COMPLY WITH IS EN 206:2013 +A1:2016
+AC:2017. REINFORCING STEEL SHALL COMPLY WITH IE EN
10080:2005 +NA: 2010. CONCRETE SHALL BE SUPPLIED TO THE
GRADES SHOWN ON THE DRAWINGS. ALL CONCRETE SHALL
BE CARRIED OUT STRICTLY IN ACCORDANCE WITH THE
SPECIFICATION.

MASONRY

BLOCKWORK WALLS SHALL BE CONSTRUCTED OF GROUP 1,
S7.5N SOLID CONCRETE BLOCKWORK COMPLYING WITH I.S. EN
771-3:2011 AND SR 325:2013 +A2:2018 +AC:2019. WALLS SHALL
BE TO THE SIZES SHOWN ON THE PLANS AND DETAILS.

PROVIDE THERMAL BLOCK TO ARCHITECTS INSTRUCTION
WALL TIES

PROVIDE 275MM LONG ANCON STAIFIX RT2 TYPE 2 WALL TIES
AT 450MM HORIZONTAL CENTRES AND 450MM VERTICAL
CENTRES Ah.o\_,\_wv. PROVIDE 2 TIES EVERY SECOND COURSE
AT UNBONDED EDGES AND OPES AT 150MM AND 225MM FROM
THE EDGE. PROVIDE TIES AT EVERY COURSE AT MOVEMENT
JOINTS. TIES SHALL BE CENTRED ON THE CAVITY, EMBEDDED
IN TYPE M4(lll) MORTAR AND LAID DRIP DOWN. TIES SHALL BE
MAINTAINED FREE OF MORTAR SNOTS.

BED JOINT REINFORCEMENT

PROVIDE ANCON AMR-X S D3.0W60 MASONRY
REINFORCEMENT IN THE FIRST AND SECOND COURSE ABOVE
AND BELOW ALL WINDOW AND DOOR OPENINGS. BED
REINFORCEMENT SHALL EXTEND 600MM BEYOND THE
OPENING.

LINTELS, CILLS & BEARING PADS

PROVIDE KILLESHAL PRECAST LINTELS PLACED ROUGH SIDE
UP. LINTEL'S TO HAVE MIN. 150MM BEARING EACH SIDE FOR
SPANS UP TO 1.5M AND 200MM FOR SPANS OVER 1.5M. PROP
LINTELS AT 1.2M CENTRES FOR SPANS GREATER THAN 1.2M.
BEARING PADS WHERE SHOWN SHALL BE KILLESHAL 40N
PADSTONES TO SIZES SHOWN ON THE DRAWING.

MASONRY / TIMBER CONNECTIONS

PROVIDE SIMPSON STRONG-TIE JHM225/44 JOIST HANGERS TO
CONNECT FLOOR JOISTS TO WALLS. DO NOT BUILD TIMBER
JOISTS INTO WALLS.

DPC'S & TRAYS

DAMP-PROOF COURSES (DPC'S) SHALL COMPLY WITH THE
REQUIREMENTS OF CP 102, BS 8102, BS 8215 AND BS 5628:
PART 3. HORIZONTAL DAMP-PROOF COURSES SHALL BE
PROVIDED AT POSITIONS SHOWN ON THE DETAILS AND BE
POSITIONED SO AS TO FULLY COVER THE LEAF THICKNESS.
ALL HORIZONTAL DAMP-PROOF COURSES SHALL BE LAID ON
AN EVEN BED OF FRESH MORTAR AND COVERED BY MORTAR
SO AS TO MAINTAIN REGULAR COURSING AND JOINT
THICKNESS AND WHILE EXPOSED SHALL BE PROTECTED FROM
DAMAGE WHILE THE BUILDING IS PROCEEDING. STEPPED
DAMP-PROOF COURSES AT OPENINGS SHALL EXTEND BEYOND
THE END OF THE LINTEL BY AT LEAST 100MM. ALL
HORIZONTAL DAMP-PROOF COURSES SHALL PROTRUDE 10MM
FROM THE EXTERNAL FACE OF THE WALL AND BE TURNED
DOWNWARDS. VERTICAL DAMP-PROOF COURSES SHALL BE
OF ADEQUATE WIDTH AND BE FIXED SO AS TO SEPARATE THE
INNER AND OUTER LEAVES OF THE WALL. THE MATERIAL FOR
DAMP-PROOF COURSES SHALL COMPLY WITH BS 5628 PART 3.

MOVEMENT JOINTS

PROVIDE MOVEMENT JOINTS TO DETAIL IN LOCATIONS
SPECIFIED BY THE ARCHITECT/ENGINEER. MOVEMENT JOINTS
SHALL BE PROVIDED AT NOT GREATER THAN 12M CENTRES.
JOINTS SHALL BE FILLED WITH 18MM FLEXIBLE CLOSED CELL
POLYETHYLENE WITH MASTIC POINTING. PROVIDE TYPE 2
HEAVY DUTY WALL TIES EACH SIDE OF JOINT AT 225MM
VERTICAL CENTRES. THE MOVEMENT JOINT SHALL BE
CARRIED THROUGH THE RENDER AND FORMED WITH
PROPRIETARY CORROSION MATERIAL (PLASTIC OR
GALVANISED STEEL) STOP BEADS FIXED TO THE MASONRY
WITH MECHANICAL FIXINGS AT 600MM CENTRES. THE
PLASTER JOINT SHALL BE FILLED FLEXIBLE SEALANT IN
APPROVED COLOUR.

ROOFING

WALL PLATES FOR ROOFS SHALL BE HALVED AND LAPPED AT
JOINTS AND FIXED TO WALLS. ROOF MEMBERS SHALL BE
SCARFED, WEDGED, AND BOLTED OR SPIKE JOINTED WITH
CONNECTORS AS SPECIFIED. FLATS AND GUTTERS SHALL BE
COVERED WITH 20THK MARINE PLYWOOD, FIRRED TO FALLS
OF NOT LESS THAN 1 IN 80 FOR LEAD AND COPPER AND 1 IN 40
FOR BITUMEN FELT.

ROOF TRUSSES

TRUSSED RAFTERS SHALL COMPLY WITH I.S. 193:2006 AND
SHALL BE MANUFACTURED UNDER THE TRUSS QUALITY
CONTROL SCHEME AND STAMPED WITH THE “NSAI APPROVED
FABRICATOR” STAMP. DETAILS AND CALCULATIONS SHALL BE
SUBMITTED TO THE ENGINEER FOR APPROVAL. WHERE
DETAILS OR TRUSS LAYOUTS SHOWN ON DRAWINGS DIFFER
FROM THE REQUIREMENTS OF THE DESIGN SYSTEM OWNERS,
THE ARCHITECT SHALL BE INFORMED BEFORE FABRICATION
OF THE TRUSSES. THE TRUSSES SHALL BE TO THE PITCH AND
SPANS SHOWN ON THE DETAILED DRAWINGS AND FIXED AT
CENTRES NOT GREATER THAN 600MM UNLESS OTHERWISE
SHOWN. AT CHIMNEY STACKS AND TRAP DOORS WHERE
CENTRES EXCEED 600MM, UNLESS OTHERWISE SPECIFIED,
PROVIDE A DOUBLE TRUSS ON EITHER SIDE AND
INTERMEDIATE MONO TRUSSES ARE REQUIRED COMPLETE
WITH ALL PURLINS, BINDERS AND TRIMMERS, ALL AS SHOWN
ON THE DRAWINGS AND IN ACCORDANCE WITH THE
FABRICATORS DESIGN SYSTEM OWNERS DETAILS. ALL THE
NECESSARY FIXINGS, BRACINGS, ETC., TO BE PROVIDED IN
ACCORDANCE WITH THE DESIGN AND SPECIFICATION.

TRUSSES SHALL NOT BE CUT, MODIFIED OR REPAIRED IN ANY
WAY WITHOUT PRIOR WRITTEN APPROVAL OF THE ENGINEER.

PROVIDE AND FIX TILTING FILLET OF 75MM X 50MM. PROVIDE
AND FIX 75MM X 50MM NOGGINS BETWEEN TRUSSES TO SUIT
PLASTER SLABS. A GANTRY/ACCESS WAY IS TO BE PROVIDED
ABOVE THE INSULATION IN ATTIC AREAS BETWEEN THE ATTIC
ASSESS HATCH AND THE COLD WATER STORAGE TANK.

STRAPPING, TYING & BRACING

PROVIDE 900MM LONG 35X5 GALVANISED MILD STEEL LATERAL

RESTRAINT STRAPS, AT 1.5 METRE MAXIMUM CENTRES TO
ROOFS AT GABLE WALLS AND AT CEILING LEVEL. ENSURE

THAT “TURN-DOWNS” ON STRAPS ARE IN TIGHT CONTACT WITH

THE WALL. STRAPS TO RAFTERS MUST ENGAGE IN A BLOCK
NOT LESS THAN 3/4 FULL SIZE. ALL STRAPS ARE TO BE FIXED

WITH AT LEAST 4 NO.8 GAUGE X 50MM COUNTER-SUNK PLATED

WOOD SCREWS. STRAPS SHALL BE OF SUFFICIENT LENGTH
TO ENGAGE IN AT LEAST TWO RAFTERS OR CEILING TIES.
PROVIDE 100 X 44MM SOFTWOOD NOGGINS BETWEEN

RAFTERS/CEILING TIES AT EVERY STRAP. SECURELY FIX 44MM

SOFTWOOD WEDGES BETWEEN WALL AND ADJACENT
RAFTER/CEILING TIE. RAFTERS AND CEILING TIES SHALL NOT
BE NOTCHED. POST FIXING OF LATERAL RESTRAINTS WILL
ONLY BE PERMITTED WITH THE PRIOR APPROVAL OF THE
ARCHITECT/STRUCTURAL ENGINEER.

FLASHINGS

ALL FLASHINGS, VERGES AND TRIMS SHALL MATCH THE
ROOFING COVERING AND SHALL BE OF A PROPRIETARY TYPE
APPROVED BY THE ENGINEER. LEAD FLASHINGS SHALL BE
5LB. LEAD COMPLYING WITH IS EN 12588. LEAD SHALL BE
PAINTED WITH PATINATION OIL.

NOTCHING + HOLING
ALL SERVICE PENETRATIONS OR NOTCHING SHALL COMPLY

WITH THE REQUIREMENTS OF SR71 TIMBER IN CONSTRUCTION

- EUROCODE 5 - SPAN TABLES AND GUIDELINES, FIGURE A.6.

e NOTCH SHOULD NOT BE LOCATED MORE THAN 0,25 TIMES
THE SPAN FROM THE FACE OF THE SUPPORT

NOTCH SHOULD NOT LESS THAN 0,07 TIMES THE SPAN
FROM THE FACE OF THE SUPPORT

¢ MAXIMUM NOTCH WIDTH IS 75 MM.

e NOTCH DEPTH NOT MORE THAN 0,125 TIMES THE DEPTH
OF THE FLOOR JOIST

HOLE SHOULD NOT BE LOCATED LESS THAN 0,25 TIMES
THE SPAN FROM THE FACE OF THE SUPPORT

HOLE SPACING CENTRE-TO-CENTRE NOT LESS THAN 100
MM OR 3 TIMES THE DIAMETER WHICHEVER IS GREATER

HOLE SHOULD NOT BE LOCATED MORE THAN 0,4 TIMES
THE SPAN FROM THE FACE OF THE SUPPORT

HOLE DIAMETER NOT MORE THAN 0,25 TIMES DEPTH OF
FLOOR JOIST
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