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Tendering Drawings

EXTERNAL INSULATION AS SPECIFIED

ON EXISTING GABLE, UP TO APEX,

AND ALONG ENTIRE EXISTING WALL,

INCLUDING AROUND AND INTO

REAR YARD UP TO NEW

W.C. EXTENSION.

EXTERNAL INSULATION AS SPECIFIED

ON EXISTING GABLE, UP TO APEX,

AND ALONG ENTIRE EXISTING WALL,

INCLUDING AROUND AND INTO

REAR YARD UP TO NEW

W.C. EXTENSION.

NEW CAVITY BLOCKWORK WALLS BUILT UPON

EXISTING MASONRY WALLS UP TO REQUIRED

LEVEL, NOTE NEW BLOCKWORK TO BE TIED

BACK TO EXISTING MASONRY WITH PROPRIETARY

STAINLESS STEEL TIES, INSTALLED AS PER

MANUFACTURES INSTRUCTIONS

NEW CAVITY BLOCKWORK WALLS BUILT UPON

EXISTING MASONRY WALLS UP TO REQUIRED

LEVEL, NOTE NEW BLOCKWORK TO BE TIED

BACK TO EXISTING MASONRY WITH PROPRIETARY

STAINLESS STEEL TIES, INSTALLED AS PER

MANUFACTURES INSTRUCTIONS

TIMBER STUD ONE HOUR FIRE PARTITIONS

TO BE ALLOWED FOR, TO FACILITATE IF REQUIRED

DUCTING/PIPING SERVICES TO AIR HANDLING UNITS ON THE

FLAT ROOF INCLUDING PIPING FROM SOLAR PANELS

A NUMBER OF LEAKS HAVE BEEN OBSERVED

CONTRACTOR TO REPAIR THESE LEAKS,

NEW RAINWATER GUTTERING AND DOWN PIPES

TO DISCHARGE INTO NEW COMBINED DRAINAGE

SYSTEM
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215MM SOLID BLOCKWORK WALLS BUILT UPON

EXISTING MASONRY WALLS UP TO REQUIRED

LEVEL, NOTE NEW BLOCKWORK TO BE TIED

BACK TO EXISTING MASONRY WITH PROPRIETARY

STAINLESS STEEL TIES, INSTALLED AS PER

MANUFACTURES INSTRUCTIONS

300MM CAVITY BLOCKWORK WALL, NOTE OUTER BLOCKWORK

LEAF BUILT UP FROM TOP OF CONC. RETAINING WALL,

NOTE, CODE 5 LEAD COVER FLASHING DRESSED DOWN AND OVER

CODE 5 FLASHING PRTOECTING THE TOP OF THE RETAINING WALL

AND THE TANKING

HEAVY DUTY BUILT IN SITU SHELVING, CONSISTING

OF 50 X 75 POSTS, AT 900 CENTRES, HORIZONTAL

SUPPORTS 50 X 75, SHELVING MADE UP WHITE

DEAL (PREPARED) BOARDS, AT LEAST 20MM THICK

THREE NUMBER SHELVES THROUGHOUT,

NOTE POSTS SITTING ON SPREADER TIMBERS.

EXISTING RIDGE LINE

EXISTING PURLIN LINE

254 X 102 X25 UB TO SUPPORT PURLIN

UB LOCATED 25NN ABOVE THE NEW CEILING

LEVEL, WITH 100 X 100 GRADE C24 POST SUPPORTING

PURLIN ABOVE.

UB RESTING ON CONC. BEARING PADS

AT FLOOR LEVEL 254 X 102 X25 UB TO SUPPORT PURLIN,

UB LOCATED 25MM ABOVE THE NEW CEILING

LEVEL, WITH 100 X 100 GRADE C24 POST SUPPORTING

PURLIN ABOVE.

UB RESTING ON CONC. BEARING PADS

NON-STRUCTURAL STUD PARTITION WALL

TO SQUARE OFF THE PITCHED ROOF SPACE

100 X 100 X 10, STEEL SQUARE SECTION TO ACT AS

SUPPORTING POST TO UB 254 X 146 ABOVE, ALL

STEELWORK BOLTED TOGETHER WITH STEEL

ANGLE CLEATS

UB 254 X 146 AT RIDGE LEVEL
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PASSIVE WALL VENT, AT

HIGH LEVEL

PASSIVE WALL VENT, AT

HIGH LEVEL

Duct

TOP OF RETAINING WALL TO BE DRESSED IN CODE 5 LEAD

FLASHING, COVER FLASHING OVER THE TOP OF THE REIN.

CONC. WALL TO ACT AS CAPPING, WITH CODE 5 FLASHING

DRESSED UP THE FACE OF THE RETAINING WALL ON THE FLAT

ROOF SIDE

Fall

MECHANICAL EXTRACTION FOR W.C.'S

SENSOR ACTIVATED. NOTE EXTRACTION

DUCT VIA FLAT ROOF ABOVE

EXTRACTION GRILL FROM KITCHEN BELOW


