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EXISTING PITCHED

ROOF TO BE REMOVED

+0.00

EXISTING SLATE TO BE RETAINED ANY DAMAGED

SLATE TO BE REPLACED WITH BLUE BANGOR SLATE.

EXISTING RAIN WATER GOODS TO BE REPLACED WITH

HALF ROUND CAST ALUMINIUM AND ROUND CAST ALUMINIUM

DOWN PIPES, ENDING WITH RAIN WATER SHOE

100 X 100 X 10, STEEL SQUARE SECTION TO ACT AS

SUPPORTING POST TO UB 254 X 146 ABOVE, ALL

STEELWORK BOLTED TOGETHER WITH STEEL

ANGLE CLEATS

NON-STRUCTURAL STUD PARTITION WALL

TO SQUARE OFF THE PITCHED ROOF SPACE

AT FLOOR LEVEL 254 X 102 X25 UB TO SUPPORT PURLIN

UB LOCATED 25NN ABOVE THE NEW CEILING

LEVEL, WITH 100 X 100 GRADE C24 POST SUPPORTING

PURLIN ABOVE.

UB RESTING ON CONC. BEARING PADS

UB 254 X 146 AT RIDGE LEVEL, SUPPORTING EXISTING

RAFTERS AT THE FRONT AND NEW FLAT ROOF JOISTS AT

THE REAR

UB 254 X 146 TO FORM 3000MM WIDE OPENING

BETWEEN KITCHEN AND SHOP, STEEL UB'S TO RECEIVE

INTUMESCENT PAINT TO ATTAIN ONE HOUR FIRE RATING

EXISTING TIMBER PURLIN TO BE SUPPORTED MID SPAN

BY 100 X 100 C24 TIMBER POST, SUPPORTED BY

UB IN FLOOR BELOW
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HEAVY DUTY BUILT IN SITU SHELVING, CONSISTING

OF 50 X 75 POSTS, AT 900 CENTRES, HORIZONTAL

SUPPORTS 50 X 75, SHELVING MADE UP WHITE

DEAL (PREPARED) BOARDS, AT LEAST 20MM THICK

THREE NUMBER SHELVES THROUGHOUT,

NOTE POSTS SITTING ON SPREADER TIMBERS.

75MM PIR INSULATION BETWEEN EXISTING RAFTERS,

VAPOUR CONTROL LAYER STAPLED TO UNDERSIDE

OF RAFTERS, LAMINATED PLASTERBOARD WITH MIN.

80MM OF PIR INSULATION.

FLAT ROOF MEMBRANE AS PER SPECIFICATION, WITH INSULATION AS

PER SPECIFICATION BETWEEN FLAT ROOF JOISTS, VAPOUR BARRIER

STAPLED TO UNDERSIDE OF JOISTS WITH ALL JOINTS SEALED, AND

SEALED TO SURROUNDING WALLS, VAPOUR BARRIER TO RUN ALONG

UNDERSIDE OF EXISTING RAFTERS AND SEALED TO MASONRY WALLS

AT EAVES LEVEL.

NOTE BROKEN LINE IN BACKGROUND INDICATES THE 'HIGH POINT' OF

SLOPED FLAT ROOF.

NOTE SLOPE OF FLAT ROOF MUST NOT GO BELOW 1 IN 20, 300MM

OVER FALL FROM HIGH POINT TO EAVES.

ROOF TO BE CROSS VENTILATED FROM EAVES TO EAVES, WITH 10MM

CONTINUOUS VENTILATION WITH MESH TO PREVENT INSECTS FROM

GAINING ACCESS INTO ROOF VOIDS.

PV PANELS WITH FRAME SITUATED TO THE REAR

OF THE FLAT ROOF

NOTE CABLING/PIPEWORK TO BE LAID ON FLAT

ROOF AND NOT CUT INTO FLAT ROOF.

PROPRIETY FIRE STOPPING OF CAVITY AT JUNCTION

OF CAVITY WALL AND FLAT ROOF

PVC FASCIA, WITH PVC SOFFIT, NOTE VENTILATION SLOT

10MM WIDE IN SOFFIT ON BOTH SIDES TO CROSS

VENTILATE THE COLD ROOF

2
1
8
0

2
5
5

NEW SHEETING 20MM THK., WITH T. & G. JOINTS

FIXED IN ACCORDANCE WITH MANUFACTURES

RECOMMENDATIONS, ONTO EXISTING JOISTS

VOID BETWEEN JOISTS FILLED WITH MINERAL/ROCK

WOOL INSULATION, WITH 15MM FIRELINE PLASTERBOARD

ALL JOINTS TAPED AND FILLED

UB 178 X 102 X 19, TO SUPPORT FLAT ROOF

JOISTS OVERHEAD, AND BOXED OUT IN

PLASTERBOARD, ALL JOINTS TAPED

AND FILLED

125MM OF 25N20 CONCRETE FLOOR SLAB POWER FLOATED ON

PLASTIC POLYTHENE SEPARATING SHEET ON

150MM OF PIR INSULATION AS PER SPECIFICATION ON

RADON BARRIER DRESSED OVER NEW BLOCKWORK WALLS

AND SEALED AGAINST EXISTING MASONRY WALL ON

50MM COMPACTED SAND BLINDING OR SIMILAR ON

COMPACTED 50MM HARDCORE LAID IN LAYERS NOT EXCEEDING

225MM PER LAYER

Existing Building

Proposed

TILED FLOOR AS PER SPECIFICATION

EXISTING ROCK FACE, BEHIND MASONRY

AND BLOCKWORK RETAINING WALL

APPROX. 2300MM IN HEIGHT

NEW SHEETING 20MM THK., WITH T. & G. JOINTS

FIXED IN ACCORDANCE WITH MANUFACTURES

RECOMMENDATIONS, ON 38 X 220 C16 JOISTS AT 450 C/C,

JOISTS FIXED TO WALLS WITH BAT WALL HANGERS,

IN ACCORDANCE TO MANUFACTURES  RECOMMENDATIONS

 VOID BETWEEN JOISTS FILLED WITH MINERAL/ROCK

WOOL INSULATION, WITH 15MM FIRELINE PLASTERBOARD

ALL JOINTS TAPED AND FILLED

STEPPED DPC WITHIN CAVITY (CAVITY TRAY)

CODE 5 COVER FLASHING

CODE 5 FLASHING DRESSED FROM UNDER COVER

FLASHING OVER FILLET AND DRESSED DOWN AT

LEAST 150MM FACE OF REIN. CONC. RETAINING

WALL AND ITS TANKING.

NOMINAL 300MM VOID BETWEEN EXISTING RETAINING

WALL AND NEW REIN. CONC. RETAINING FILLED WITH

CLEAN STONE AS PER ENGINEERS SPECIFICATION.

REINFORCED COCNRETE RETAINING

WALL AS PER ENGINEERS DETAILS AND

SPECIFICATION

RADON BARRIER DRESSED UP AND OVER

TOE OF RETAINING WALL, AND DRESSED

AROUND THE FIRST COURSE OF

BLOCKWORK AS SHOWN
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1800

2400

BLOCKWORK ADJOINING/ABOVE

CONC. RETAINING WALL, CAVITY

INSULATION 60MM THK THIN-R PIR

INSULATION IN ACCORDANCE WITH

MANUFACTURERS INSTRUCTION

FOR INSTALLIATION
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