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EXISTING SLATE TO BE RETAINED ANY DAMAGED

SLATE TO BE REPLACED WITH BLUE BANGOR SLATE.

EXISTING RAIN WATER GOODS TO BE REPLACED WITH

HALF ROUND CAST ALUMINIUM AND ROUND CAST ALUMINIUM

DOWN PIPES, ENDING WITH RAIN WATER SHOE

AT NEW CEILING LEVEL 254 X 102 X25 UB TO SUPPORT PURLIN

UB LOCATED 25MM ABOVE THE NEW CEILING

LEVEL, WITH 100 X 100 GRADE C24 POST SUPPORTING

PURLIN ABOVE.

UB RESTING ON CONC. BEARING PADS

REAR PITCHED ROOF ALTERED IN THE 1980'S, THIS IS TO BE

MAINTAINED INCLUDING THE EXISTING FIBRE CEMENT SLATE

AND ROOF LIGHTS.

EXISTING TIMBER PURLIN TO BE SUPPORTED MID SPAN

BY 100 X 100 C24 TIMBER POST, SUPPORTED BY

UB IN FLOOR BELOW

REINFORCED CONC. RETAINING WALL AS

PER ENGINEERS SPECIFICATION AND

DRAWINGS. DAMP PROOF MEMBRANE

LAID ON TOP SIDE OF CONC. TOE OF

RETAIN WALL, COVERED WITH 50MM

CONCRETE SCREED TO RECEIVE THE

TILED FLOOR FINISH.

DAMP PROOF MEMBRANE DRESSED

AROUND FIRST COURSE OF BLOCKWORK

NEW CEILING JOISTS 220 X 38 C16 AT 450 C/C, JOISTS FIXED TO

WALLS VIA BAT JOIST HANGERS, WITH SOLID BRIDGING

(INSULATION NOT SHOWN FOR CLARITY), VAPOUR BARRIER AS PER

SPECIFICATION WITH ALL JOINTS SEALED, VAPOUR BARRIER SEALED

TO MASONRY, INSULATION 220MM ISOVER METAC 034

BETWEEN JOISTS, AND 220MM OVER JOISTS IN CRISIS CROSS

PATTERN.

EXTERNAL FRONT WALL TO BE INSULATED

INTERNALLY AS PER SPECIFICATION, NOTE

NEW PLASTERBOARD TO RETURN INTO REVEAL

OF OPENING

NEW CEILING JOISTS 38 X 170 C16 AT 450C/C, BAT HANGERS AGAINST

MASONRY WALL, FIXED IN ACCORDANCE WITH MANUFACTURES

REQUIREMENTS, VAPOUR BARRIER FIXED TO UNDERSIDE OF NEW

JOISTS, ALL JOINTS SEALED, AND BARRIER SEALED AT SIDES TO

MASONRY.INSULATION 220MM ISOVER METAC 034

BETWEEN JOISTS, AND 220MM OVER JOISTS IN CRISIS CROSS

PATTERN, 15MM PLASTERBOARD FIXED TO UNDERSIDE OF JOISTS TO

MANUFACTURESRECOMMENDATIONS
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EXISTING VELUX ROOF LIGHTS TO BE PROTECTED DURING

CONSTRUCTION, DUE TO NEW CEILING, A LIGHT SHAFT IS

REQUIRED FOR EACH ROOF LIGHT DOWN TO THE NEW

CEILING LEVEL

EXISTING MASONRY WALL REMOVED TO FACILITATE NEW OPENINGS

WITH NEW BLOCKWORK PIER, UB 254 X 146 TO FORM 2000MM WIDE

OPENINGS, CAST IN SITU CONC. BEARING PADS FORMED TO

SUPPORT THE ENDS OF THE UB'S.

EXISTING MASONRY WALLS ABOVE THE UB'S TO BE DEMOLISHED

AND NEW BLOCKWORK WALLS CONSTRUCTED, WITH 215MM

BLOCKWORK ON THE 'INNER' LEAF SUPPORTING THE EXISTING

RAFTERS ABOVE, EXISTING RAFTERS RESTING ON NEW WALL PLATE

CUT TO SHAPE (WALL PLATE TO RECEIVE TWO LIBERAL COATS OF

PRESERVATIVE), EXISTING RAFTER FIXED TO NEW WALL PLATE VIA

BAT FRAMING ANCHORS, FIXED IN ACCORDANCE WITH

MANUFACTURES RECOMMENDATIONS.

 2 NO. UB 254 X 146 WITH 10MM STEEL

PLATE FIXED TO UB, TO FACILITATE SPREADING

THE LOAD OF THE NEW BLOCKWORK ABOVE.

NOTE STEEL WORK BOXED OFF WITH PLASTERBOARD

NEW FOUNDATIONS 900 X 300 35N20 WITH

REINFORCEMENT AS PER SPECIFICATION,

NOTE NEW CONCRETE FOUNDATIONS TIED

TO EXISTING BY 4 NO. STAINLESS STEEL

DOWEL DRILLED INTO EXISTING AND TIED

INTO NEW REINFORCEMENT LAID IN NEW

CONC. FOUNDATIONS

DUE TO EXCAVATION TO

FACILITATE NEW FOUNDATIONS,

BACK FILLING TO BE LINED WITH

RADON BARRIER AND SEALED

TO EXISTING CONCRETE FLOOR

SLAB,

NOTE  100MM INSULATION TO BE

LAID TO ACT AS COLD BRIDGING

BARRIER.

FLAT ROOF MEMBRANE AS PER SPECIFICATION,

VENTILATED FROM NEW YARD TO TWO STOREY (AGAINST

TWO STOREY WALL), 18MM T. & G. OSB4 DECK ON FIRRING

PIECE, A RISE OF 450MM (OVER 9000MM FLAT ROOF RUN),

WITH 150 X 38 C16 AT 450 C/C, WITH 150MM ISOVER METAC

034 BETWEEN JOISTS, VAPOUR BARRIER FIXED TO

UNDERSIDE OF JOISTS, ALL JOINTS SEALED, 92MM

LAMINATED PLASTERBOARD WITH INSULATION BELOW

JOISTS.

PROPRIETY FIRE STOPPING OF

CAVITY AT JUNCTION OF CAVITY

WALL AND FLAT ROOF

EXISTING CONCRETE RAMP FROM FRONT DOOR TO GARDEN BOUNDARY EDGE

TO BE REMOVED, AND BACK FILLED THE CONCRETE WITH EXPOSED PEBBLE

AGGREGATE, THIS CONCRETE INFILL TO EXTEND OUT TO FORM NEW PAVEMENT

FORMING PART OF COUNTY COUNCILS PAVEMENT SCHEME FOR THE OVERALL

AREA.

OVERALL CONCRETE WORK TO BE 200MM DEEP, ON COMPACTED BLINDING ON

COMPACTED CLEAN 25MM HARDCORE.

3500

Existing Building

Proposed

TO PREVENT COLD BRIDGING, AT LEAST TWO COURSES OF

ROADSTONE THERMA LITE BLOCKWORK ABOVE STEELWORK,

RESIDUAL CAVITY FILLED WITH MINERAL WOOL INSULATION

INSULATION NOT LESS THAN 300MM DEEP
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25MM TIMBER BULL NOSE (CHAIR RAIL) WITH SCOTIA BELOW.

13MM TONGUED AND GROOVED 'V' JOINTED TIMBER

SHEETING FIXED TO 25 X 50 TREATED BATTEN BEHIND

TIMBER SKIRTING AT FLOOR LEVEL

Wainscoting Panelling In Tea Room

TILED FLOOR AS PER SPECIFICATION

EXISTING TILE FIREPLACE TO BE

REMOVED, CHIMNEY BREAST TO BE

FORMED FOR THE REINSTATED ON

THIS SIDE OF THE FIREPLACE FROM THE

OPPOSITE OF THE TEA ROOM AND THE

EXISTING FLUE

RELINED WITH STAINLESS

STEEL FLUE LINER FOR NEW

STOVE

CODE 5 FLASHING DRESSED FROM UNDER COVER

FLASHING OVER FILLET AND DRESSED DOWN AT

LEAST 150MM FACE OF REIN. CONC. RETAINING

WALL AND ITS TANKING.

REINFORCED COCNRETE RETAINING

WALL AS PER ENGINEERS DETAILS AND

SPECIFICATION
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EXISTING ROCK FACE, BEHIND MASONRY

AND BLOCKWORK RETAINING WALL

APPROX. 2300MM IN HEIGHT
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BLOCKWORK ADJOINING/ABOVE

CONC. RETAINING WALL, CAVITY

INSULATION 60MM THK THIN-R PIR

INSULATION IN ACCORDANCE WITH

MANUFACTURERS INSTRUCTION

FOR INSTALLIATION


