
SYMBOL DESCRIPTION

PIPEWORK IN CEILING SPACE

PIPEWORK AT HIGH LEVEL

PIPEWORK AT LOW LEVEL

PIPE IN CEILING VOID

AT THERM HWS RETURN REGULATOR

ISOLATING VALVE

PRV PRESSURE REGULATING VALVE

CWS COLD WATER SERVICES

MWS MAIN WATER SERVICES

HWSF HOT WATER SERVICES FLOW

HWSR HOT WATER SERVICES RETURN

DTLL DOWN TO LOW LEVEL

RTHL RISE TO HIGH LEVEL

RIFD RUN IN FLOOR DUCT/VOID

TA TO ABOVE

TB TO BELOW

FA FROM ABOVE

FB FROM BELOW

TMV (M) THERMOSTATIC MIXING VALVE

CT CONNECT TO

HOT WATER SUPPLY

HOT WATER RETURN

COLD WATER SERVICES

COLD FEED

FLUSH WATER SERVICE

EXISTING WATER SERVICES

IV

EXISTING ONE PIECE
INSULATED COLD WATER
STORAGE TANK TO BE
DRAINED / DISCONNECTED
AND REMOVED FROM CAMPUS.

EXISTING MWS TO BE ISOLATED
LOCALLY AND CUT BACK TO
DEMARCATION LINES.
(HYDRODARE PIPEWORK) AND
REMOVED FROM CAMPUS.

EXISTING 15Ø MWS SERVING LOCAL
TEA STATION, PIPEWORK TO BE
REMOVED TO DEMARCATION LINE.

EXISTING 28Ø CWS SERVING ALL
AREAS, PIPEWORK TO BE
REMOVED TO DEMARCATION LINE.

COLD WATER SERVICES
DEMARCATION LINE

MAINS WATER SERVICES
DEMARCATION LINE

EXISTING ONE PIECE
INSULATED COLD WATER
STORAGE TANK TO BE
DRAINED / DISCONNECTED
AND REMOVED FROM CAMPUS.

EXISTING WATER SERVICES TO BE ISOLATED
/ DRAINED & CUT BACK TO DEMARCATION
LINES AS INDICATED ON THE DRAWINGS.

EXISTING 22Ø INCOMING MWS (HYDRODARE)

EXISTING 15Ø MWS (COPPER)

EXISTING 28Ø CWS (COPPER)

DEMARCATION LINES (TYPICAL FOR 3 NO.)

EXISTING STEELS SUPPORTS AND BASE PLATE TO
BE DISCONNECTED AND REMOVED FROM CAMPUS.
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General notes:

This drawing to be read in conjunction with all relevant
architectural drawings and specifications.

This drawing to be read in conjunction with all relevant
structural drawings and specifications.

This drawing to be read in conjunction with all relevant
mechanical and electrical drawings and specifications.

All dimensions in millimeters. Do not scale from this drawing.
only use figured dimensions only.

Contractor must verify all dimensions on site prior to
installation of services and production of working drawings.
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AutoCAD SHX Text
A) ALL HOT, COLD, MAINS, COLD FEED & OPEN  VENTS SHALL ALL HOT, COLD, MAINS, COLD FEED & OPEN  VENTS SHALL BE FULLY INSTALLED THROUGHOUT IN CEILING VOIDS, WITHIN PARTITIONS, RISERS ETC. INSULATION SHALL BE AS PER SPECIFICATION. B) ALL HWS/CWS & MWS TO FIXTURES SHALL BE ALL HWS/CWS & MWS TO FIXTURES SHALL BE INDIVIDUALLY VALVED, MINI BALL SINGLE TURN ISOLATING VALVES OF CHROMIUM PLATED FINISH. PENNY VALVES ARE NOT PERMITTED IN UCD.  C) ALL WATER SERVICES PIPEWORK HOT, COLD, FWS & MAINS ALL WATER SERVICES PIPEWORK HOT, COLD, FWS & MAINS WATER SHALL BE OF COPPER TUBE TO BS 2871 CUPO WELDED THROUGHOUT EXCEPT WERE EXPOSED AT SANITARY FITTINGS ABOVE FLOOR LEVEL WHERE A COMPRESSION FITTING WILL BE ACCEPTABLE. D) FINAL VALVE POSITIONS TO BE AGREED FOR  FINAL VALVE POSITIONS TO BE AGREED FOR  ACCESS/CONCEALMENT. E) ALL PIPEWORK TO BE TESTED TO 7 BAR BEFORE ALL PIPEWORK TO BE TESTED TO 7 BAR BEFORE CONNECTING TO EQUIPMENT. F) ALL WATER SERVICES PIPEWORK TO BE CHLORINATED ALL WATER SERVICES PIPEWORK TO BE CHLORINATED 
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