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IF COVER IS LESS THAN THE SPECIFIED LIMITS,
PIPE TO BE FULLY SURROUNDED IN 150mm
THICK CONCRETE (SEE DETAIL)

0.75m ABSOLUTE MINIMUM DEPTH OF COVER
TO PIPES UNDER ROADS / HARDSTANDINGS /
FOOTPATHS WHERE PIPES TO BE TAKEN IN
CHARGE
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CONCRETE
SURROUND

WHERE FLEXIBLY JOINTED PIPES ARE USED THE
CONCRETE SURROUND SHALL HAVE A 20mm GAP
FILLED WITH APPROVED COMPRESSIBLE
MATERIAL.

JOINT IN CONCRETE SURROUND
(NOT TO SCALE)

TO AVOID STAGE 2 REPLACE CL804   31
WITH LEAN MIX CONCRETE  35.
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or 2625

RIGID PIPES WITH CONCRETE BED & SURROUND
SCALE 1:25

RIGID PIPES WITH GRANULAR BED
SCALE 1:25

STAGE 1
LEAVE FOR 6 MONTHS TO CONSOLIDATE

STAGE 2
DIG OUT SURFACING & TOP 220mm OF CL804 MATERIAL 31 & REPLACE WITH NEW WIDER SURFACING ON 220 LAYER OF

LEAN-MIX CONCRETE 35

REINSTATEMENT OF PIPE TRENCH IN EXISTING ROAD
SCALE 1:25
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UPVC PIPES WITH GRANULAR BED & SURROUND
SCALE 1:25

*

15
0

31

(150mm LAYERS)

30

(100mm LAYERS)

SEE TABLE P

27

150mm or Ø/4
WHICHEVER IS
GREATER

15
0

30

(100mm LAYERS)

SEE TABLE P

27

33

37

150mm or Ø/4
WHICHEVER IS
GREATER

34

Ø +300mm

or26 27,25

SURFACING/BACKFILL
AS APPROPRIATE

15
0 150 MIN GRADE 20

CONCRETE SURROUND

CONCRETE PIPE ENCASEMENT DETAIL
SCALE 1:25
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SEAL JOINTS*

1. FORM A SAW CUT 100mm DEEP AT A MIN. OF 100mm
FROM SIDES OF EXCAVATION PRIOR TO PERMANENT
REINSTATEMENT. WHERE ANY TRIM LINES ARE WITHIN
400mm OF ROAD EDGE, JOINT, OTHER
REINSTATEMENT, OR IRONWORK, THE TRIM LINE
SHOULD BE EXTENDED TO THE INTERFACE OF SUCH
SITUATIONS.

2. LEAN-MIX SURFACE TO BE SPRAYED PER CLAUSE 920
(NRA SPEC.) PRIOR TO APPLICATION OF BASECOURSE
MACADAM.

3. 100°C HOT BITUMEN BINDER 50 PEN OR COLD
THIXOTROPIC BITUMEN 50 - 70 PEN TO BE APPLIED TO
ALL VERTICAL CUTS IN ACCORDANCE WITH B.S.594
PRIOR TO APPLICATION OF BITUMINOUS MATERIAL.

4. JOINTS SEALED WITH HOT BITUMEN AND TOPPED WITH
FINE SAND / GRIT TO GET A MINIMUM 55 SKID
RESISTANCE VALUE AS DETERMINED BY THE
PORTABLE SKID RESISTANCE PENDULUM USED IN
ACCORDANCE WITH ROAD NOTE 27 AND SHALL NOT
EXCEED 3mm THICKNESS AND 25mm WIDTH.
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TYPICAL MANHOLE DETAIL A
UPTO 1M OVER CROWN
SCALE 1:50

B

A

MAXIMUM
PIPE

DIAMETER
A

300

TABLE  B

225

CHAMBER
INTERNAL
DIAMETER

B
1200

375
525
600
675
750
900
1050
1200

1200
1200
1200
1200
1350
1500
1500
2100
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TYPICAL MANHOLE DETAIL B
1m < DEPTH TO CROWN < 3m
SCALE 1:50
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STRAIGHT INVERT
SCALE 1:50
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CURVED INVERT
SCALE 1:50

INLET Ø
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TABLE  R
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DEPTH (max)
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H
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450
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WHEN THE DROP 'H' IS GREATER THAN
THE MAX VALUE SHOWN USE BACKDROP

MANHOLE

FLOW DIRECTION

6

312 126

25
0

87,17

12

18

4

12

4

1

5 13

3

7,17
3

FLOW
DIRECTION
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WATERMAINS

SERVICE PIPES
SERVICE PIPES SHALL BE MINUMIM 12MM INTERNAL DIAMETER AND SHALL BE A
POLYETHYLENE PIPE, TYPE 50 TO THE REQUIREMENTS OF IS 135.  FITTINGS AND SPECIALS
SHALL BE SUBJECT TO APPROVAL

WATERMAIN PUPE SIZE AND LAYOUT
THE FOLLOWING GENERAL DESIGN CRITERIA SHALL APPLY
1. WATERMAINS SHALL BE LOOPED
2. WATERMAINS SHALL BE LAIDE UNDER FOOTWAYS OR GRASS MARGINS
3. NO PIPE CABLE, CONDUIT OR OTHER SERVICE SHALL BE LAID LONGITUDINALLY OVER

THE LINE OF A WATERMAIN

WATERMAIN CLASS
THE WATERMAIN SHALL BE A CLASS C WATERMAIN

PIPE COVER
WATERMAIN PIPES SHALL HAVE A MINIMUM COVER OF 900MM SERVICE PIPES SHALL HAVE A
MINIMUM COVER OF 750MM

PIPE LAYING
MAXIMUM TRENCH WIDTH SHALL BE THE PIPE DIAMTER PLUS 600MM.  PIPES SHALL BE LAID
ON A 50MM BED OF FINE GRAINED MATERIAL CONSISTING OF SAND, GRAVEL OR SOIL,
PASSING A 10MM SIEVE.  WHERE PIPES ARE LAID ON ROCK OR OTHER HARD MATERIAL THE
BEDDING DEPTH SHALL BE INCREASED TO 100MM.  SIMILAR MATERIAL SHALL BE PLACE
AROUND AND OVER THE PIPE FOR A COVER O 100MM.  PIPES LAID UNDER ROADS SHALL
HAVE COVER MATERIALS INCREASED TO 150MM.  SELECTED FILL FREE FROM STONES
GREATER THAN 25MM IN SIZE, RUBBISH, TREE ROOTS, VEGETABLE MATTER, OR LUMPS OF
CLAY GREATER THAN 75MM IN SIZE SHALL BE USED TO FILL THE NEXT 300MM.

PIPE JOINTING
JOINTS SHALL BE FORMED BY AN APPROVED METHOD RECOMMENDED BY THE
MANUFACTURER.  ELASTOMERIC SEALING RINGS, WHERE USED, SHALL COMPLY WITH THE
REQUIREMENTS OF BS 2494.

MARKER TAPE
AN APPROVED MARKER TAPE CONTAINING A TRACER WIRE SHALL BE AFFIXED TO THE TOP
SURFACE OF ALL WATERMAINS.

PIPE ANCHORAGE
CONCRETE ANCHOR BLOCKS SHALL BE PROVIDED ON WATERMAINS AT DEAD ENDS, TEES,
BENDS OF CURVATURE GREATER THAN 22.5° AND AT BOTH SIDES OF A SLUICE VALVE
CHAMBER.  ANCHOR BLOCKS SHALL ENCASE THE PIPE IN CONCRETE (CLASS E, CLAUSE 1502,
SPECIFICATION FOR ROADWORKS) TO A MINIMUM THICKNESS OF 150MM ALL ROUND AND
SHALL BE A MINIMUM LENGTH OF 750MM.

SLUICE VALVES
SLUICE VALVES SHALL BE PROVIDED SUCH THAT BUILDING CAN AND LENGTHS OF
WATERMAIN PASSING BENEATH THE ROADWAY CAN BE ISOLATED.  SLUICE VALVES SHALL
COMPLY WITH THE REQUIREMENTS OF BS 5163.  THE DEPTH OF THE SLUICCE VALVE SPINDLE
CAP BELOW FINISHED GROUND LEVEL SHALL NOT EXCEED 200MM.

HYDRANTS
HYDRANTS SHALL BE PROVIDED AS SHOWN AND SUCH THAT NO PART OF THE BUILDING IS
MORE THAN 46M FROM A HYDRANT AND THAT A HYDRANT IS NOT LOCATED CLOSER THAN 6M
FROM THE BUILDING.  THE HYDRANTS SHALL NOT BE LOCATED IN AN AREA WHERE THEY CAN
BE OBSTRUCTED.  HYDRANTS SHALL BE SCREW DOWN TYPE IN COMPLIANCE WITH THE
REQUIREMENTS OF BS 750.  HYDRANT OUTLETS SHALL COMPLY WITH THE CHIEF FIRE
OFFICERS REQUIREMENTS.  THE DEPTH OF THE HYDRANT OUTLET BELOW FINISHED
GROUND LEVEL, SHALL NOT EXCEED 200MM.

TRENCH COMPACTION & FILL
SELECTED FILL SHOULD BE FREE FROM STONES LARGER THAN 37.5MM, LUMPS OF CLAY
OVER 75MM, TIMBER, FROZEN MATERIAL AND VEGETABLE MATTER. GRANULAR MATERIAL
SHOULD BE EITHER 14MM TO 5MM GRADED AGGREGATE, OR 10MM SINGLE SIZED
AGGREGATE, COMPLYING WITH THE REQUIREMENTS OF IS 5: PART 1: 1990, TABLE 7 AND
SHOULD HAVE A COMPACTION FACTOR VALUE NOT GREATER THAN 0.2 WHEN MEASURED IN
ACCORDANCE WITH BS 8301: 1985, APPENDIX D.

COVER
WHERE IT IS NOT POSSIBLE TO ACHIEVE THE MINIMUM COVER STIPULATED IN TABLE 3.3,
PIPES SHOULD BE BEDDED AND SURROUNDED IN CONCRETE, 150MM THICK, CLASS E, IN
ACCORDANCE WITH CLAUSE 1502 OF THE SPECIFICATION FOR ROADWORKS.

FLEXIBLE PIPES SHOULD BE LAID WITH A MINIMUM COVER OF 1.2M IN ROADS AND
DRIVEWAYS, 0.9M IN OPEN SPACES AND FOOTPATHS NOT ADJACENT TO ROADWAYS AND
0.6M IN GARDENS. WHERE IT IS NOT POSSIBLE TO ACHIEVE THESE MINIMUM COVERS,
ADDITIONAL MEASURES SHOULD BE TAKEN IN ORDER TO PROTECT THE PIPEWORK. THESE
MEASURES MIGHT TAKE THE FORM OF A LAYER OF CONCRETE PAVING SLABS, WITH AT
LEAST A 75MM LAYER OF GRANULAR MATERIAL BETWEEN PIPES AND SLABS, FOR GARDENS
AND OPEN SPACES. IN THE CASE OF A ROAD, A REINFORCED CONCRETE SURROUND, OR
REINFORCED CONCRETE BRIDGING SLABS MAY BE REQUIRED. ALL SUCH MEASURES ARE
SUBJECT TO APPROVAL.

PIPE JOINTS
ALL PIPES SHOULD HAVE FLEXIBLE JOINTS FORMED BY A METHOD RECOMMENDED BY THE
PIPE MANUFACTURER. ELASTOMERIC SEALING RINGS, COMPLYING WITH THE
REQUIREMENTS OF BS 2494, TYPE D, SHOULD BE USED.

STOPCOCKS
A STOPCOCK COMPLYING WITH THE RQUIREMENT SOF BS 1010: PART 2 SHALL BE PROVIDED
ON EACH SERVICE PIPE .  TOP OF STOPCOCK SHALL BE 300-450MM BELOW FINISHED
FOOTWAY LEVELS.

SURFACE BOXES
HYDRANTS, SLUICE VALVE, AIR VALVE AND STOPCOCK CHAMBERS SHALL BE PROVIDED WITH
CAST IRON SURFACE BOXES IN COMPLIANCE WITH THE REQUIREMENTS OF IS 261.  SURFACE
BOXES FOR ROADWAYS AND AREAS ACCESSIBLE TO WHEELED TRAFFIC SHALL BE SUBJECT
TO APPROVAL.

SURFACE BOXES SHALL BE BEDDED IN MORTAR ON THE CHAMBER WALLS AND WHERE THE
CHAMBER IS LOCATED OTHER THAN ON A FOOTWAY, HARDSTANDING OR ROADWAY, SHALL
BE SURROUNDED BY 150MM CONCRETE, 100MM IN DEPTH (CLASS E, CLAUSE 1502,
SPECIFICATION FOR ROADWORKS).

INDICATOR PLATES AND MARKER POSTS
THE LOCATION OF HYDRANTS, AIR VALVES AND SLUICE VALVES SHALL BE SHOWN BY
INDICATOR PLATES POSITIONED TO THE APPROVAL OF THE ENGINEER.

HYDRANT PLATES SHALL COMPLY WITH THE REQUIREMENTS OF BS 3251.  THEY SHALL SHOW
THE DIAMETER OF THE WATERMAIN IN MM ON THE UPPER PART OF THE PLATE AND THE
DISTRANCE OF THE MARKER FROM THE HYDRANT ON THE LOWER PART OF THE PLATE.  ALL
CHARACTERS SHALL CONFIRM TO COLOUR REFERENCE NO. 309 (CANARY YELLOW) OF BS
381C

SLUICE VALVE AND AIR VALVE PLATES SHOULD BE IN CAST IRON MEASURING 200X200MM.
THEY SHALL HAVE THE LETTERS SV AND AV AS APPROPRIATE, CAST IN RELIEF.  THE PLATES
SHALL HAVE A BACKROUND IN BLACK BITUMASTIC PAINT, WITH THE LETTERS IN WHITE
ENAMEL.

INDICATOR PLATES MAY BE FIXED TO SOLID WALLS.

TESTING AND STERILISATION
ALL WATERMAINS SHALL BE HYDRAULICALLY TESTED AFTER LAYING, FOR A PERIOD OF
BETWEEN 1 AND 24 HOURS AS APPROVED, AT A TEST PRESSURE OF 1.5 TIMES THE
SPECIFICED CLASS PRESSURE.  THE PIPELINE SHALL BE ADEQUATELY ANCHORED OR
RESTRAINED DURING THE TEST.

A TEST PUMP WITH STOPCOCK, WATER TANK AND PRESSURE GAUGE, IS CONNECTED TO
THE WATERMAIN AND OPERATED UNTIL THE GAUGE SHOWS THE REQUIRED TEST
PRESSURE.  (IF IT IS CONSIDERED NECESSARY THE CALIBRATION OF THE PRESSURE GAUGE
SHALL BE VALIDATED JUST PRIOR TO THE TEST).  THE AMOUNT OF WATER IN THE TANK IS
NOTED AT THE BEGINNING OF THE TEST PERIOD.  AN HOUR LATER, GAUGE PRESSURE IS
INSPECTED AND IF IT HAS FALLE, TEST PRESSURE IS RESTORED BY MEANS OF THE PUMP.
THIS PROCESS IS REPEATED AT HOURLY INTERVALS DURING THE TEST PERIOD.  THE TOTAL
QUANTITY OF WATER PUMPED TO MAINTAIN THE PRESSURE DURING THE TEST IS TERMED
THE "APPARENT LEAKAGE".

THE APPARENT LEAKAGE SHOULD NOT NORMALLY EXCEED 0.11LITRES PER MILLIMETER OF
NOMINAL PIPE DIAMETER PER KILOMETRE LENGTH OF PIPE PER 24 HOURS.  AN ALTERNATIVE
TEST PROCEEDURE MAY BE APPROVED IN CONSULTATION WITH THE ENGINEER.  SHOULD
PIPELINES FAIL THE TEST REMEDIAL WORKS SHALL BE TO THE APPROVAL OF THE ENGINEER.

ON COMPLETING THE FINAL TEST, PIPELINES SHALL BE THOROUGHLY FLUSHED OUT.  THE
SYSTEM SHALL BE STERALISED IN SECTIONS BY ALLOWING WATER CONTAINING AT LEAST
10PPM RESIDUAL CHLORINE TO STAND IN THE MAINS AND SERVICE PIPES FOR AT LEAST 2
HOURS.  THE SYSTEM SHALL AGAIN BE THOROUGHLY FLUSHED OUT ON COMPLETION OF
THE STERALISATION.

CARE SHALL BE EXCERCISED IN FLUSING OUT THE STERALISED WATERMAINS THAT THE
DRAINING LIQUID DOES NOT CAUSE ENVIRONMENTAL DAMAGE.

1) 225mm THICK CL. 20N/20mm MASS CONCRETE FOUNDATIONS.

2) PREFORMED HALF CIRCLE CHANNEL PIPES. THE PIPELINE MAY, WHERE
PRACTICABLE, BE LAID THROUGH THE MANHOLE AND THE CROWN CUT OUT TO
HALF DIAMETER, PROVIDED FLEXIBLE JOINTS ARE SITUATED ON EACH SIDE NO
FURTHER THAN 600mm FROM THE INNER FACE OF MANHOLE WALL. BRANCH
PIPES SHOULD DISCHARGE INTO THE CHANNEL AT OR ABOVE THE LEVELOF THE
HORIZONTAL DIAMETER.

NOTE: WHERE PIPE DIAMETER CHANGES AT A MANHOLE PIPE CROWNS TO LINE
UP.

3) MANHOLE CONSTRUCTION:

a. FOR SURFACE WATER MANHOLES HIGH-DENSITY BLOCKS TO CL. S10 (10N
STRENGTH PINK COLOUR) OF I.S.20 PART 1:1987 OR CL. 30N/20mm INSITU
CONCRETE.

b. BLOCK WORK SHALL BE BEDDED AND JOINTED USING MORTAR TO I.S.406. BEDS
AND VERTICAL JOINTS SHALL BE COMPLETELY FILLED WITH MORTAR AS THE
BLOCKS ARE LAID.

c. JOINTS SHALL BE FLUSH POINTED AS THE WORK PROCEEDS.

d. ALL FOUL MANHOLES MUST BE FACED IN SOLID ENGINEERING BRICK (MIN. CLASS
'A' OR 'B'), OR INSITU CONCRETE FOR 1m ABOVE BENCHING LEVEL. -BRICK TO BE
BONDED TO BLOCK WORK USING ENGLISH GARDEN WALL BOND.

4) RELIEVING ARCH FORMED BY 215 x 103 x 65 SOLID ENGINEERING BRICK CLASS 'A'
OR 'B'.
RELIEVING ARCHES USED IN BRICK OR BLOCK WORK MANHOLES EXTEND OVER
FULL THICKNESS OF WALL.
A DOUBLE ARCH IS TO BE FORMED FOR PIPE DIAMETERS
GREATER THAN 600mm.

5) BENCHING AND PIPE CHANNEL PIPE SURROUND - CL. 20/20 CONCRETE

6) BENCHING FINISHED IN 2:1 SAND-CEMENT MORTAR WITH A SMOOTH TROWEL
FINISH, AT 1 IN 30 SLOPE TOWARDS CHANNEL.

7) STANDARD RUNGS AT 300 C/C VERTICALLY AND GALVANISED TO THE LATEST
VERSION OF B.S. 729 OR EQUIVALENT. NOTE: STEP IRONS ARE NOT ACCEPTABLE.

8) 600mm SQUARE OPE IN ROOF SLAB.

9) PRECAST R.C. ROOF SLAB SHALL BE 200mm THICK IN CLASS 30N/20mm, WITH
40mm COVER TO STEEL. DESIGNED TO BS 8100 TO TAKE FULL TRAFFIC LOADING.

10) 1 TO 2 COURSES OF SOLID ENGINEERING BRICKS CL. 'B' TO I.S.91:1983 SET IN 1:3
(CEMENT AND MORTAR)

11) CLASS D400 OR E600 MANHOLE COVER AND FRAME TO I.S./EN124. 150mm DEEP
FRAME FOR ROADS AND 100mm DEEP FOR FOOTPATHS AND GREEN AREAS.
NON-ROCK DESIGN, CLOSED KEYWAYS, MANUFACTURED FROM SPHERICAL
GRAPHITE CAST IRON (DUCTILE CAST IRON), 600 x 600 (600Ø) CLEAR OPENING,
COVER AND FRAME COATED IN BITUMEN OR OTHER APPROVED MATERIAL,COVER
TO HAVE A MINIMUM MASS OF 140kg/m2, FRAME BEARING AREA SHALL BE
80,000mm² MIN., FRAMES SHALL BE DESIGNED TO PREVENT COVERS FALLING
INTO MANHOLE. FRAMES SHALL BE BEDDED ON APPROVED MORTAR TO
MANUFACTURERS INSTRUCTIONS.

12) SHORT LENGTH PIPE AND PIPE JOINT EXTERNAL TO MANHOLE SHALL NOT
EXCEED 600mm FROM THE INNER FACE OF MANHOLE WALL.

13) TOE HOLES OF 230mm MINIMUM DEPTH AND GALVANISED STEEL SAFETY
RAILINGS TO BE PROVIDED IN BENCHING OF SEWERS GREATER THAN 525mmØ
AND DEPTH TO INVERT >3m FOR ACCESS TO INVERT.

14) A SAFETY CHAIN IS TO BE PROVIDED ON PIPES THAT EXCEED 450mm IN

DIAMETER. MILD STEEL SAFETY CHAIN SHALL BE 10mm NOMINAL SIZE GRADE
M(H) NON-CALIBRATED CHAIN, TYPE 1, COMPLYING WITH B.S.4942 PART 2 OR
EQUIVALENT

15) WHEN DEPTH OF MANHOLES TO INVERT IS GREATER THAN 3.0m LADDERS SHALL
BE USED, INSTEAD OF RUNGS TO B.S.4211 OR EQUIVALENT EXCEPT THAT
STRINGERS SHOULD BE NOT LESS THAN 65 x 12mm IN SECTION AND RUNGS 25mm
IN DIAMETER.
FIXED LADDERS SHOULD MEET THE DIMENSIONAL REQUIREMENTS OF B.S.4211
OR EQUIVALENT. DISTANCE FROM THE TOP RUNG OF THE LADDER TO GROUND
LEVEL SHOULD NOT EXCEED 500mm.

16) LADDER STRINGERS SHOULD BE ADEQUATELY SUPPORTED FROM THE MANHOLE
WALL AT INTERVALS OF NOT MORE THAN 2.0m, STRINGERS SHOULD BE BOLTED
TO CLEATS TO FACILITATE RENEWAL.

17) ALL LADDERS, RUNGS, HANDRAILS, SAFETY CHAINS ETC. SHALL BE HOT DIP
GALVANISED TO B.S.729 OR EQUIVALENT.

18) PIPE SHOULD BE CUT FLUSH WITH THE INSIDE SURFACE OF THE MANHOLE WALL
SO THAT THE CHANNEL EXTENDS THE FULL LENGTH OF THE MANHOLE (EXCEPT
FOR PRECAST MANHOLES).

19) POSITION OF 910 SQUARE OPE IN INTERMEDIATE ROOF SLAB.

a. ALL MANHOLES SHALL BE WATERTIGHT TO THE SATISFACTION OF THE ENGINEER.

b. FORMWORK TO REINFORCED CONCRETE AND MASS CONCRETE SHALL COMPLY
WITH CLASS 2, SECTION 6.2.7, B.S.8110:PART 1:1997

c. FINISH TO THE TOP OF SLABS SHALL COMPLY WITH TYPE 'A', SECTION 6.2.7,
B.S.8110:PART 1:1997

d. PLAN DIMENSIONS OF MANHOLES ARE BASED ON BLOCK WORK HAVING A
CO-ORDINATING SIZE OF 450 x 225 x 100. FOR PIPE DIAMETER >750mm USE
MANHOLE WITH INTERNAL DIAMETER SIZE=PIPE SIZE +1m +300mm

e. MANHOLES ARE DESIGNED TO B.S.8005 AND WALL THICKNESS TO I.S.325 BLOCK
WORK DESIGN CODE TAKING GRANULAR FILL PRESSURE AND H.B. SURCHARGE.

f. REINFORCEMENT TO SLABS TO ENGINEERS DETAILS.

20) FOR MANHOLES >3m DEPTH TO INVERT USE 30N/20mm INSITU CONCRETE.
REINFORCING MESH REF.. A393 TO BE FIXED AT MID POINT OF WALL. ADDITIONAL
REINFORCEMENT TO BE SUPPLIED OVER PIPE CROWN.

21) PRECAST MANHOLES, CHAMBER WALLS AND COVER SLAB TO BE CONSTRUCTED
TO I.S. EN 1917 AND I.S.420:2004

22) MANHOLE OPENINGS TO BE SITUATED FURTHEST FROM THE NEAREST
CARRIAGEWAY. MANHOLE STEPS-ACCESS TO BE POSITIONED TO ALLOW
VIEWING OF ONCOMING TRAFFIC.

23) FOR BEDDING AND SEALING OF CHAMBER RINGS, THE TOP RING (TO PRECAST
COVER SLAB) AND BOTTOM RING TO BE BEDDED WITH CEMENT MORTAR. FOR
INTERMEDIATE RINGS, JOINTS TO BE SEALED WITH APPROVED PRE-FORMED
JOINTING STRIP.

24) PRECAST MANHOLES TO BE SURROUNDED WITH A MINIMUM OF 150mm THICK
GRADE C20/40 CONCRETE.

25) CONCRETE SEWER PIPES WITH SPIGOT AND SOCKET JOINTS AND RUBBER RING
FITTINGS TO COMPLY WITH IS/EN 1916 AND IS 6 2004 OR EQUIVALENT STANDARD
CLASS M OR CLASS H.

26) VITRIFIED CLAY PIPES AND FITTINGS COMPLYING WITH THE REQUIREMENTS OF

IS/EN 295-1/2/3: 1992 OR EQUIVALENT STANDARD CLASS 160 OR CLASS 200.

27) UNPLASTICIZED POLYVINYLCHLORIDE (UPVC) PIPES AND FITTINGS IN
ACCORDANCE WITH THE REQUIREMENTS OF IS 424.

28) CONCRETE BED AND SURROUND TO BE A MINIMUM 150mm THICK IN-SITU
CONCRETE CLASS 20N/20mm AND HAUNCHED HALF WAY UP THE BARREL OF THE
PIPE.

29) GRANULAR BED AND SURROUND FOR RIGID PIPES TO BE EITHER:

A. 14mm TO 5mm GRADED AGGREGATE OR

B. 10mm SINGLE SIZED AGGREGATE.

ALL COMPLYING WITH THE REQUIREMENTS OF IS 5: PART 1: 1990, TABLE 7 AND
SHOULD HAVE A COMPACTION FACTOR VALUE NOT GREATER THAN 0.2 WHEN
MEASURED IN ACCORDANCE WITH BS 8301: 1985, APPENDIX D.

30) GRANULAR BED AND SURROUND AND COVER FOR UPVC TO BE:
(A) 14mm TO 5mm GRADED AGGREGATE (PIPE DIAMETER ≥ 315mm)
(B) 10mm SINGLE SIZED AGGREGATE (PIPE DIAMETER < 315mm)

ALL COMPLYING WITH THE REQUIREMENTS OF IS 5: PART 1: 1990, TABLE 7 AND
SHOULD HAVE A COMPACTION FACTOR VALUE NOT GREATER THAN 0.2 WHEN
MEASURED IN ACCORDANCE WITH BS 8301: 1985, APPENDIX D. GRANULAR SIDE
FILL AND COVER TO BE PLACED UNIFORMLY ON EITHER SIDE OF THE PIPE IN
LAYERS NOT EXCEEDING 100mm, EACH LAYER BEING COMPACTED BY HAND
TAMPING UNTIL THE PIPE HAS A MINIMUM 150mm COMPACTED COVER.

31) GRANULAR BACKFILL MATERIAL SHALL BE IN COMPLIANCE WITH CLAUSE 804
(GRANULAR MATERIAL TYPE B) OF THE NRA SPECIFICATION FOR ROAD WORKS.
GRANULAR BACKFILL SHOULD BE PLACED UNIFORMLY ON EITHER SIDE OF THE
PIPE IN LAYERS NOT EXCEEDING 100mm, EACH LAYER BEING COMPACTED BY
HAND TAMPING UNTIL THE PIPE HAS MINIMUM OF 300mm COMPACTED COVER.
CARE SHOULD BE TAKEN THAT THE PROCESS OF COMPACTION DOES NOT
DISPLACE THE PIPE FROM ITS CORRECT LINE AND LEVEL. SUBSEQUENT LAYERS
OF GRANULAR FILL TO BE WELL COMPACTED IN 150mm THICK LAYERS TO THE
LOCAL AUTHORITY ROAD DIVISION SPECIFICATION. MECHANICAL COMPACTION
EQUIPMENT SHOULD NOT BE USED UNTIL THERE IS A MINIMUM OF 450mm
COMPACTED COVER OVER THE CROWN OF THE PIPE.

32) SELECTED FILL SHOULD BE FREE FROM STONES LARGER THAN 37mm, LUMPS OF
CLAY OVER 75mm, TIMBER, FROZEN MATERIAL AND VEGETABLE OR FOREIGN
MATTER. SELECTED FILL SHOULD BE PLACED UNIFORMLY ON EITHER SIDE OF
THE PIPE IN LAYERS NOT EXCEEDING 100mm, EACH LAYER BEING COMPACTED BY
HAND TAMPING UNTIL THE PIPE HAS A MINIMUM OF 150mm COMPACTED COVER.
CARE SHOULD BE TAKEN THAT THE PROCESS OF COMPACTION DOES NOT
DISPLACE THE PIPE FROM ITS CORRECT LINE AND LEVEL. SUBSEQUENT
SELECTED FILL CAN BE PLACED AND COMPACTED IN 150mm THICK LAYERS.

33) GENERAL BACKFILL MATERIAL SUITABLE FOR BACKFILL ABOVE SELECTED FILL
MATERIAL SHOULD BE FREE FROM BOULDERS, LUMPS OF CONCRETE, TIMBER
AND VEGETABLE OR FOREIGN / CONTAMINATED MATTER. GENERAL BACKFILL
SHOULD BE PLACED IN LAYERS NOT EXCEEDING 300mm, EACH LAYER BEING
WELL COMPACTED. MECHANICAL COMPACTION EQUIPMENT SHOULD NOT BE
USED UNTIL THERE IS A MINIMUM OF 450mm COMPACTED COVER OVER THE
CROWN OF THE PIPE.

34) PIPES WITH INADEQUATE COVER TO BE FULLY SURROUNDED IN 150mm THICK
GRADE 20N/20mm CONCRETE.

35) LEAN-MIX BACKFILL TO TRENCHES IN EXISTING ROAD, WHERE REQUIRED BY THE
LOCAL AUTHORITY TO BE GRADE 20N / 20mm CONCRETE.

36) SURFACING TO BE IN ACCORDANCE WITH THE ROAD SPECIFICATION AND, IF
APPROPRIATE, LOCAL AUTHORITY REQUIREMENTS.

37) GOOD QUALITY TOPSOIL, 450mm MINIMUM THICK, TO BE PLACED OVER BACKFILL
IN ACCORDANCE WITH PARKS DEPARTMENT / LANDSCAPE ARCHITECTS
REQUIREMENTS.

DETAIL NOTES

mm
Dia.
Drop

600
450
450
450
375
375
300

750
600
525
450
375
300
225

mm
Dia.
Inlet

2 NO 45 BENDS PER PIPES
UP TO 375mm  1No 90
BEND FOR PIPES 450mm
OR GREATER

FLOW DIRECTION

6
20

12

6

19
7,17

13SAFETY RAIL

20

12

FLOW DIRECTION

12

18

2

1

6

7,15,17

TRIMMER
REINF.

13

ADDITIONAL
RUNG FOR

SAFETY

20

16

100mm HIGH
TOEBOARD

10 11 8,22 11 8,22LOCKED
COVER

TRIMMER
REINF.

TRIMMER
REINF.

20

12

9

BACKDROP MANHOLE FOR ALL DIAMETERS
DROP > 600 FOR 225 & 300 PIPE DIAMETERS
DROP > 750 FOR GREATER PIPE DIAMETERS

SCALE 1:50

100THK AIR ENTRAINED PAVING QUALITY
CONCRETE FOOTPATH AT 1:40 GRADE
INCREASED TO 150THK AT ENTRANCES ON
150THK CLAUSE 804 SUBBASE WELL
COMPACTED ON CAPPING LAYER AS
REQUIRED.   JOINTS AT 3M CRS.  PLACE
SEPARATION MEMBRANE BETWEEN FOOTPATH
AND SUB BASE.

250x125 PRECAST CONCRETE KERB TO I.S. 146
LAID ON 100THK CONCRETE BED & HAUNCH.
KERBS TO BE DISHED AT CROSSING POINTS
AND AT RESIDENTIAL ENTRANCES TO PROVIDE
MAXIMUM 10MM UPSTAND OVER ROAD

ROADWAY WITH 1:40 CROSS FALL.  ROAD CONSTRUCTION TO COMPLY WITH REQUIREMENTS OF
"SPECIFICATION FOR ROADWORKS" AND RSDWHA.
SUBGRADE STRENGTH / CAPPING THICKNESS TO BE DETERMINED BY CONTRACTOR ON SITE
FOLLOWING COMPACTION BY CBR TESTING IN ACCORDANCE WITH BS 1377: PART 4.

NEW CAR PARKING AREA TO CONSIST OF ROADSTONE DURAFLOW PERMEABLE PAVEMENT
SYSTEM AND SHALL COMPRISE;
· 40 PA 10 SURFACE COURSE - DURAFLO BY ROADSTONE
· 80MMTHICK AC20 OPEN BIN
· 30-50 PERMABASE CHOKER COURSE
· 600 PERMABASE 63/10 STONE RESERVOIR LAYER

EXACT DETAILS OF TIE IN TO EXISTING PUBLIC ROAD TO BE AGREED WITH ROADS AUTHORITY.
ROAD EDGE TO BE SAW CUT AND JOINT TO BE FORMED AND SEALED IN COMPLIANCE WITH
STANDARD TII DETAILS

PERMEABLE PAVING & FOOTPATH
(INCLUDING TYPICAL FOOTPATH SERVICES LAYOUT)
SCALE 1:50
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MC-3500 END
CAP

PERIMETER FOUNDATION & EMBEDMENT STONE
TO EXTEND TO SIDE WALLS OF EXCAVATION

TERRAM POLYBRANE NON WOVEN GEOTEXTILE
MEMBRANE TO SURROUND SOAKAWAY

SUBSOIL FILLING OVER GEOTEXTILE WRAPPING WITH
FINAL 300MM TO BE TOPSOIL, LEVELLED, RAKED AND
SEEDED TO LANDSCAPE ARCHITECTS INSTRUCTIONS

SUBSOIL FILLING OVER GEOTEXTILE WRAPPING WITH
FINAL 300MM TO BE TOPSOIL, LEVELLED, RAKED AND
SEEDED TO LANDSCAPE ARCHITECTS INSTRUCTIONS

FOUNDATION STONE TO CONSIST OF
CLEAN CRUSHED LIMESTONE SINGLE
GRADED NOMINAL SIZE 50MM FROM
SUBGRADE TO BASE OF MC-3500
STORAGE UNITS.

EMBEDMENT STONE TO
CONSIST OF CLEAN
CRUSHED LIMESTONE
SINGLE GRADED NOMINAL
SIZE 50MM

TERRAM POLYBRANE NON
WOVEN GEOTEXTILE
MEMBRANE TO SURROUND
SOAKAWAY

SOAKAWAY ENDCAP DETAIL
SCALE 1:50

SOAKAWAY CROSS SECTION DETAIL
SCALE 1:50
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300 NYLOPLAST INLINE DRAIN
BODY W/SOLID HINGED COVER

MC-3500 STORAGE UNIT
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