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PROPOSED BUS SET DOWN AREA 
3000mm WIDE AND 25600mm IN 

LENGTH. CONTARCTOR TO 
INCLUDE FOR 100Mm BUS SET 

DOWN AREA SYMBOL  

PROPOSED DROPPED KERB REFER TO 

ARCHITECTS SPEC

PROPOSED NEW 2 METER 

CONCRETE FOOPATH TO BE 
PROVIDED IN ACCORDANCE WITH 

TEH PLANNING CONDITIONS. 
REFER TO ARCHITECTS AND 

ENGINEERS SPECIFICATION

H

PROPOSED 1NO FIRE HYDRANT. REFER TO 

CIVIL ENGINEERS DRAWINGS FOR  
CONNECTION DETAILS TO EXISTING WATER 

MAINS AND REFER TO ARCHITECTS 
SPEFICATION FOR DETAILS REGARDING THE 

SIGN FOR THE FIRE HYDRANT

PROPOSED LOCATION OF 
STAFF CYCLE SPACES. 

REFER TO SHEET T004 4330
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PROPOSED DROPPED KERB WITH 

BLISTER TACTILE PAVING IN 
ACCORDANCE WITH DAC FOR 

ACCESSIBLE SET DOWN AREA.
ACCESSIBLE SET DOWN AREA IN 

ACCODANCE WITH PLANNING 
CONDITION 3 (a). ELECTRIC VECHILE 

CHARGE POINT TO BE PROVIDED TO THIS 
SPACE IN ACCORDANCE WITH PLANNING 

CONDITION 3(d)

4NO COLLECTION BAYS 
WITH A WIDTH 0F 3600mm & 

A LENGTH OF 6000mm. IN 
COMOPLAINCE WITH 

PLANNING CONDITION 3(a)

NEW CONCRETE SURFACE TO BE PROVIDED 

AT THE FRONT OF THE SCHOOL AS EXISTING 
AREA WILL BE DAMGED WHEN INSTALLING 

THE PROPSOED FIRE HYDRANT 

PROPOSED NEW 2 METER 
CONCRETE FOOPATH TO BE 

PROVIDED IN ACCORDANCE 
WITH The PLANNING 

CONDITIONS. REFER TO 
ARCHITECTS AND 

ENGINEERS SPECIFICATION

NEW HOLLOW BLOCK 440 X 440mm PILLARS 
TO MATCH THE EXISTING TO BE

CONSTRUCTED TO SUPPORT THE NEW
PEDESTRAIN ENTRANCE GATE. REFER TO

ARCHITECTS SPECIFICATION

PROPOSED NEW PILLARS 

AND WALL TO
MATCH THE EXISTING 

BOUNDARY WALLS
REFER TO ARCHITECTS 

SPEC CLAUSE 49

PROPOSED 215mm 
HOLLOWCORE BLOCKWORK 

WALL. TO MATCH THE SIZE AND 
THE FINISH OF THE EXISTING 

BOUNDARY WALL. 
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PROPOSED PRECAST CONCRETE KERB EDGE 

REFER TO ARCHITECTS SPEC 

PROPOSED PRECAST CONCRETE KERB EDGE 

REFER TO ARCHITECTS SPEC 

PROPOSED PRECAST CONCRETE KERB EDGE 

REFER TO ARCHITECTS SPEC 

PROPOSED VISARAIL BARRIER TO REPLACE 

EXISTING PEDESTRAIN BARRRIER AS 
REQUESTED BY KILDARE COUNTY COUNCIL 

IN PLANNING CONDITION NUMBER 3 (e)

E

LOCATION OF ACCESSIBLE 

EV CHARGE POINT IN 
COMPLAINCE WITH 

PLANNING CONDITION 3 (D)
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NEW HOLLOW BLOCK 
440 X 440mm PILLARS 

TO MATCH THE 
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FINISH

PROPOSED 215mm 

HOLLOWCORE 
BLOCKWORK WALL. TO 

MATCH THE SIZE AND THE 
FINISH OF THE EXISTING 

BOUNDARY WALL. 

NEW HOLLOW BLOCK 
440 X 440mm PILLARS 

TO MATCH THE 
EXISTING HEIGHT AND 

FINISH

PROPOSED 215mm 

HOLLOWCORE 
BLOCKWORK WALL. TO 

MATCH THE SIZE AND THE 
FINISH OF THE EXISTING 

BOUNDARY WALL. 

33430

PROPOSED 215mm 

HOLLOWCORE 
BLOCKWORK WALL. TO 

MATCH THE SIZE AND THE 
FINISH OF THE EXISTING 

BOUNDARY WALL. 

NEW HOLLOW BLOCK 
440 X 440mm PILLARS 

TO MATCH THE 
EXISTING HEIGHT AND 

FINISH

EXCLUSION ZONE FOR ACCESSIBLE SET 
DOWN AREA PAINTED WITH YELLOW 

ROAD MARKINGS

DROP OF BAYS ARE TO BE CONSTRUCTED WITH 

TARMACADAM 

BUS SET DOWN AREA  IS TO BE CONSTRUCTED 

WITH TARMACADAM 

PROPOSED VISARAIL BARRIER TO COMPLY 

WITH PLANNING CONDITION NUMBER 8. 

BUILDING LEGEND

NOTE : BUILDING LEGEND TO BE READ IN CONJUNCTION WITH ACCOMPANYING DRAWINGS 

AND SPECIFICATION DOCUMENTS.

PROPOSED TARMACADAM INDICATED THUS.

PROPOSED TACTILE PAVING AS PER DAC REQUIRMENTS

INDICATED THUS.

EXISTING TARMACADAM INDICATED THUS.

GRASS INDICATED THUS

BUILDING NOTES 

BUILDING LEGEND AND NOTES TO BE READ IN CONJUNCTION WITH 

ACCOMPANYING DRAWINGS AND SPECIFICATION DOCUMENTS.

REFER TO DOOLEY CUMMINS ENGINEERS FOR STRUCTURAL ENGINEERS 

INFORMATION FOR SPECIFICATION ON STEEL BEAMS, COLUMNS, HEADS AND 
FOUNDATIONS. ALL STEEL TO BE 1 HR FIRE PROTECTED. 

REFER TO GALILEO ENERGY SERVICES ELECTRICAL & MECHANICAL PACKAGE
FOR LAYOUTS, SPECIFCATIONS AND ASSOCIATED BUILDERS WORKS . 

INSTALLATION TO BE CARRIED OUT AND COMMISSIONED BY RECI CERTIFIED 

CONTRACTOR.

CONTRACTOR TO ALLOW FOR ENTIRE EXTERNAL PAINTING INCLUDING 

MAKING GOOD TO ANY AREAS WHERE DAMAGES OCCUR THROUGHOUT 

PROPOSED WORKS, COLOURS AND PRODUCTS TO BE APPROVED BY ARCHITECT

CONTRACTOR TO ALLOW FOR ENTIRE INTERNAL PANTING TO WALLS AND 

JOINERY TO APPROVED FINISH. REFER TO ARCHITECTS SPECIFICATION.

CONTRACTOR TO ENSURE HEATING SYSTEM IS IN PERFECT WORKING 

CONDITION UPON COMPLETION OF WORKS 

ALL BREACHES TO FABRIC AND AIR BARRIER TO BE EFFECTIVELY SEALED WITH 

AIRTIGHTNESS TAPE AND WEATHERPROOFED. MAKE GOOD FINISHES AND MAKE 
GOOD INSULATION LAYER WITH APPROVED EXPANDING FOAM. INCLUSIVE OF 

W/C. TOILET OVERFLOWS, COOKER HOOD EXTRACTS, BOILER FLUES, OUTSIDE 

TAPS, AIR INTAKE VENTS, ENTRANCE CANOPIES, ESB & GAS CONNECTIONS AND 
METERS, SECURITY ALARM SYSTEM, EXTERNAL LIGHTING & SENSORS 

SITE BOUNDARY INDICATED THUS.

PROPOSED BUIDINNG OUTLINED IN BLUE INDICATED THUS.

EXISTING GROUND FLOOR AREA =  838m2

AREA OF SITE  (APPROX)  =      1.2786 ACRES  

                             =      0.517 HECTARES

EXISTING FIRST FLOOR AREA = 210m2

TOTAL EXISTING FLOOR AREA = 1048m2

PROPOSED GROUND FLOOR AREA =  264m2

OVERALL FLOOR AREA =  1312m2

FIRE HYDRANT INDICATED THUS
H

SOFT PLAY AREA INDICATED THUS

PROPOSED CONCRETE FOOTPATH INDICATED THUS.

ACCESSIBLE ACCESS ROUTE  INDICATED THUS.

PROPOSED EXTENSION PROPOSED EXTENSION

EXISTING SCHOOL
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TO REMAIN UNCHANGED

EXISTING SECTION OF BOUNDARY WALL 4403650440 16120 2600440 2620440
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NEW HOLLOW BLOCK 

440 X 440mm PILLARS 

TO MATCH THE 

EXISTING HEIGHT AND 

FINISH

EXISTING PILLAR TO 

REMAIN

PROPOSED 215mm 

HOLLOWCORE BLOCKWORK 

WALL. TO MATCH THE SIZE AND 

THE FINISH OF THE EXISTING 

BOUNDARY WALL. PROPOSED 215mm 

HOLLOWCORE BLOCKWORK 

WALL. TO MATCH THE SIZE AND 

THE FINISH OF THE EXISTING 

BOUNDARY WALL. 

PROPOSED 215mm 

HOLLOWCORE BLOCKWORK 

WALL. TO MATCH THE SIZE AND 

THE FINISH OF THE EXISTING 

BOUNDARY WALL. 

PROPOSED 215mm 

HOLLOWCORE BLOCKWORK 

WALL. TO MATCH THE SIZE AND 

THE FINISH OF THE EXISTING 

BOUNDARY WALL. 

PROPOSED 215mm 
HOLLOWCORE BLOCKWORK 

WALL. TO MATCH THE SIZE 
AND THE FINISH OF THE 

EXISTING BOUNDARY WALL. 

PROPOSED 215mm 
HOLLOWCORE BLOCKWORK 

WALL. TO MATCH THE SIZE AND 
THE FINISH OF THE EXISTING 

BOUNDARY WALL. 

PROPOSED 2m WIDE 

PEDESTRAIN ENTRANCE GATE 
REFER TO ARCHITECTS SPEC 

CLAUSE FOR MORE DETAILS

16160440

NEW HOLLOW BLOCK 
440 X 440mm PILLARS 

TO MATCH THE 
EXISTING HEIGHT AND 

FINISH

PROPOSED 215mm 
HOLLOWCORE BLOCKWORK 

WALL. TO MATCH THE SIZE AND 
THE FINISH OF THE EXISTING 

BOUNDARY WALL. 
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RISING WALL CONSISTING OF 100 X 215 X 440MM SOLID 

BLOCKS INCORPORATING ROADSTONE OR EQUIVALENT 

BLOCKS 7.5/ 13N/MM² AT WALL JUNCTION 
CONSTRUCTED TO ENGINEERS DETAIL

PROPOSED DEEP CONCRETE FOUNDATION TO ALLOW 

FOR THE SLOPED BOUNDARYS OF THE SITE. REFER TO 

STRUCTURAL ENGINEERS SPECIFICATION FOR THE 
FOUNDATION.

LEAF 215 X 100 X 440MM CONCRETE 

HOLLOWBLOCK BLOCK WITH 10MM 
MORTAR JOINT 

330 X 330 X 85MM STONE CAPPING TO BE FIXED 

WITH MORATIR JOINT TO THE OF ALL THE 
BOUNDARY WALLS ON THE SITE.

WET DASH/ PEDDLE RENDER TO BE APPILED TO 

NEW PIERS TO MATCH THE EXISTING RENDER

7
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1270

1500mmx1500mm x 300mm Dp. 

PADFOUNDATION REINFORCED WITH 
1Nr. LAYER OF A393 MESH 

BOTTOMWITH 50mm COVER. 
FOUNDATION

WET DASH/ PEDDLE RENDER TO BE APPILED TO 

NEW PIERS TO MATCH THE EXISTING RENDER

440x440mm HOLLOWBLOCK PIER. TO 

BE CONSTRUCTED TO THE SAME 
HEIGHT AS THE EXISTING PEIRS

565 X 565mm STONE CAPPING TO BE 

FIXED WITH MORATIR JOINT TO THE OF ALL 
THE BOUNDARY PIERS ON THE SITE. THE 

SIDE FACE OF THE CAPPING IS TO BE AT 
LEAST 65mm. 
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