
PROPOSED MODIFIED BITUMEN MEMBRANE 

ROOF FINISH, REFER TO ARCHITECTS 
SPECIFICATION FOR FULL SPEC

220MM UNILIN FR-BGM (MECHANICALLY 

INSULATION @0.024W/MK, ALL TO BE 

INSTALLED IN ACCORDANCE WITH 
INSTRUCTIONS ISSUED BY UNILIN.

VAPOUR CONTROL LAYER- PARABASE 3KG 

MODIFIED BITUMEN MEMBRANE FULLY TORCHED 
BONDED WITH 100MM SIDE AND 150MM END 

LAPS, PERIMETERS AND PENETRATIONS 
DETAILED TO ENVELOPE INSULATION BOARD. 

18MM PLYWOOD GENERALLY SHALL COMPLY 

WITH BS 1455. ALL PLYWOOD SHALL BE WBP 

BONDED FIRST GRADE AND SHALL BE FACED 
WITH VENEER AS SPECIFIED

CONTRACTOR TO PROVIDE FLAT ROOF FALLS AT 

1:60 VIA FIRRING PIECES SIZED BY STRUCTURAL 
ENGINEER

HIGH GRADE AIR - TIGHTNESS MEMBRANE, BY 

TESCON PRO CLIMA MEMBRANE CONTINOUSLY 

TAPED & SEALED, WITH PRO- CLIAM TAPE & 
ORCON SEALANT

NOTE: EMGINEERS SPECIFICATION SUPERSEDES ARCHITECTS SPECIFICATION AND DETAIL

22MM SAND & CEMENT RENDER WITH 

SPONGE FINISH, 2 LAYERS OF 

WEATHERSHIELD PAINT COLOUR TBC 
BY ARCHITECT

INTERNAL LEAF 100 X 215 X 440MM DENSE 

CONCRETE BLOCKWORKWITH 10MM 

MORTAR JOINT REFER TO ENGINEERS 
SPECIFICATION & DRAWING  

OUTER LEAF 100 X 215 X 

4400MM CONCRETE BLOCK 
WITH 10MM MORTAR JOINT 

REFER TO ARECO ROOFING 

ACCESSORIES FOR ALUMINUM ROOF 

EDGE TRIM. ALL ELEMENTS TO BE 
PREFINISHED WITH POLYSTER POWDER 

COATING IN ACCORDANCE WITH 

BS6496, COLOUR TO BE APPROVED BY 

ARCHITECT PRIOR TO INSTALLATION

CONTRACTOR TO CLOSE ALL CAVITIES 

AT WALL PLATE (EAVES) AND VERGE 

SAFE-R CLOSE-R 150MM (PRODUCT 
CODE-XTCLSR1200150) RIGID PHENOLIC 

CORE BETWEEN LOW EMISSIVITY FOIL 

FACINGS. TO BE INSTALLED IN 

ACCORDANCE WITH INSTRUCTIONS 
ISSUED BY MANUFACTOR.

150MM CAVITY WITH 150MM UNILIN 

CAVITYTHERM CT/PIR  (0.021 W/MK) FULL 
FILL INSULATION TO BE INSTALLED TO 

MANUFACTURES INSTALLATION 
GUIDELINES & DETAILING

NOTE: VALLEY GUTTER TO 

BE LAID TO FALLS ON 
FIRRING PIECES TO 

ENGINEERS SPECIFICATION, 

REFER TO ROOF PLAN FOR 

ALL FALL DIRECTIONS AND 
RWG LOCATIONS

TIMBER STRUCTURE ROOF JOIST, REFER TO 

STRUCTURAL ENGINEER FOR STRUCTURE 
SPECIFICATIONS

CONTRACTOR TO PROVIDE VALLEY GUTTER FALLS 

VIA FIRRING PIECES SIZED BY STRUCTURAL 
ENGINEER

SERVICE VOID ULTIMA+ OR EQUIVALENT 

SUSPENDED CEILING TILE SYSTEM BELOW 

TIMBER STRUCTURE. REFER TO ARCHITECTS 
APPENDIX FOR SYSTEM DATA SHEETS.

600 X 600MM ULTIMA+ OR EQUIVALENT 

SUSPENDED CEILING TILE SYSTEM 
THROUGHOUT THE PROPOSED EXTENSION 

THERMAL PERFORMANCE

ENSURE CAVITY INSULATION IS 

SECURED FIRMLY AGAINST INNER 
LEAF OF CAVITY WALL

INSTALL PROPRIETARY CAVITY CLOSER 

WITH MINIMUM THERMAL 

RESISTANCETHROUGH THE CLOSER OF 
NOT LESS THAN 2.90 m²K/W

ENSURE DPC TRAY WRAPPED AROUND 

CILL IS INSTALLED CORRECTLY

ENSURE SPECIFIED THERMAL BLOCK 

IS INSTALLED TO MANUFACTURES 
GUIDANCE

ENSURE MIMUM 50MM THIN-R (O.22 

W/mK) INSULATION INSTALLED 
BEHIND CILL

AIR BARRIER - CONTINUITY

SEAL ALL PENETRATIONS 

THROUGH AIR BARRIER USING 
AIR TIGHTNESS TAPE

MASONRY INNER LEAF WITH WET-

FINISH PLASTER

APPLY FLEXIBLE SEALEANT TO ALL 

JUNCTIONS BETWEEN PLASTER AND 

CILL BOARD AND BETWEEN CILL 
BOARD AMD WINDOW FRAME

ENSURE PHONITHERM 200 THERMAL 

INSULATION IS INSTALLED BEFORE AIR 

TIGHTNESS TAPES, SEALED AT WINDOW/ 
DOOR & INTERNA; BLOCK FACE

IF FORMING TTHE WALL AIR BARRIER WITH 

BLOCKWORK INNER LEAFG OR WITH 
SCRATH COAT ON BLOCKSWORK INSTALL A 

FLEXIBLE SEALANT BETWEEN THE CAVITY 
CLOSER AND BLOCKWORK WALL

GENERAL NOTES

ENGINEERS DRAWIONGS AND 

SPECIFICATION TO SUPERSEDE ARCHITECTS

KEEP CAVITIES CLEAN OF MOORTAR SNOTS 

AND OTHER DEBRIS DURING CONSTRUCTION

TO BE READ IN CONJUNCTION WITH THE 

ACCEPTABLE CONSTRUCTIONS DETAILS ANY 

CHANGES TO THE ABOVE CONSTRUCTION MAY 
CHANGE THE CALCULATED VALUES

THE U-VALUES INDICATED ON THIS 

CERTIFICATE ARE THE ACTUAL U-VALUES FOR 
THE PROPOSED CONSTRUCTION. THE PSI 

VALUES ARE CALCULATED USING THE 

MODELLED U-VALEIN ACCORDANCE WITH 

THE GUIDLINES SET OUT IN BR 497 AND ISO 
10211 

ROOF TRUSSES TO SPECIALIST

MANUFACTERERS DESIGN AND ENGINEERS APPROVAL

50MM VENTILATION CHANNEL

CONCRETE FLAT TILE TO 

MATCH EXISTING, SPECIFIC 
TILE TO BE APPROVED BY 

ARCHITECT PRIOR TO 
CONSTRUCTION

TIMBER BATTENS TO SLATE 

MANUFACTURES SPECIFICATION

APPROVED BRETHAER 

MEMBRANE, DU PONT 
TYVEC SURPO PLUS

200MM MINERALWOOL / EARTHWOOL @ 

0.044W/MK PACKED BETWEEN CEILING JOISTS

200MM MINERALWOOL / EARTHWOOL @ 

0.044W/MK LAID ACROSS PERPENDICULAR 

TO JOISTS.

HIGH GRADE AIR - TIGHTNESS MEMBRANE, BY 

TESCON PRO CLIMA MEMBRANE CONTINOUSLY 

TAPED & SEALED, WITH PRO- CLIAM TAPE & 
ORCON SEALANT

WALL PLATE REFER TO STRUCTURAL ENGINEERS 

DRAWINGS AND SPECIFICATION FOR SIZES. 

CONTRACTOR TO SUPPLY  AND FIT 

ALUMASC RAINWATER GOODS TO 

FLAT ROOF AREA. RAINWATER 
GOODS WITH HALF ROUND PROFILE 

GUTTER FORM 125mm. REFER TO 

ARCHITECTS SPECIFICATION FOR 

SPECIFC ALUMINIUM RAINWATER 
GUTTER AND DOWNPIPES  

INTERNAL LEAF 150 X 100 X 440MM DENSE 

CONCRETE BLOCKWORKWITH 10MM MORTAR 

JOINT REFER TO ENGINEERS SPECIFICATION & 
DRAWING 

150MM CAVITY WITH 150MM UNILIN 

CAVITYTHERM CT/PIR  (0.021 W/MK) 
FULL FILL INSULATION TO BE 

INSTALLED TO MANUFACTURES 

INSTALLATION GUIDELINES & 
DETAILING

11MM GYPSUM PYPROC HARDCOAT TO BE 

APPLIED TO WARM SIDE OF 150MM INTERNAL 

LEAF THAN LIGHTLY STRACHED PRIOR TO 2.5MM 
GYPROC SKIM COAT FINISH. 

PROPRIETARY CAVITY CLOSER INSULATION 

SHALL BE UNILIN CLOSE-R (FR) OR EQUIVALENT.

THERMAL PERFORMANCE

ENSURE CAVITY INSULATION IS 

SECURED FIRMLY AGAINST INNER 
LEAF OF CAVITY WALL

INSTALL PROPRIETARY CAVITY CLOSER 

WITH MINIMUM THERMAL 

RESISTANCETHROUGH THE CLOSER OF 
NOT LESS THAN 2.90 m²K/W

ENSURE DPC TRAY WRAPPED AROUND 

CILL IS INSTALLED CORRECTLY

ENSURE SPECIFIED THERMAL BLOCK 

IS INSTALLED TO MANUFACTURES 
GUIDANCE

ENSURE MIMUM 50MM THIN-R (O.22 

W/mK) INSULATION INSTALLED 
BEHIND CILL

AIR BARRIER - CONTINUITY

SEAL ALL PENETRATIONS 

THROUGH AIR BARRIER USING 
AIR TIGHTNESS TAPE

MASONRY INNER LEAF WITH WET-

FINISH PLASTER

APPLY FLEXIBLE SEALEANT TO ALL 

JUNCTIONS BETWEEN PLASTER AND 

CILL BOARD AND BETWEEN CILL 
BOARD AMD WINDOW FRAME

ENSURE PHONITHERM 200 THERMAL 

INSULATION IS INSTALLED BEFORE AIR 

TIGHTNESS TAPES, SEALED AT WINDOW/ 
DOOR & INTERNA; BLOCK FACE

IF FORMING TTHE WALL AIR BARRIER WITH 

BLOCKWORK INNER LEAFG OR WITH 
SCRATH COAT ON BLOCKSWORK INSTALL A 

FLEXIBLE SEALANT BETWEEN THE CAVITY 
CLOSER AND BLOCKWORK WALL

GENERAL NOTES

ENGINEERS DRAWIONGS AND 

SPECIFICATION TO SUPERSEDE ARCHITECTS

KEEP CAVITIES CLEAN OF MOORTAR SNOTS 

AND OTHER DEBRIS DURING CONSTRUCTION

TO BE READ IN CONJUNCTION WITH THE 

ACCEPTABLE CONSTRUCTIONS DETAILS ANY 

CHANGES TO THE ABOVE CONSTRUCTION MAY 
CHANGE THE CALCULATED VALUES

THE U-VALUES INDICATED ON THIS 

CERTIFICATE ARE THE ACTUAL U-VALUES FOR 
THE PROPOSED CONSTRUCTION. THE PSI 

VALUES ARE CALCULATED USING THE 

MODELLED U-VALEIN ACCORDANCE WITH 

THE GUIDLINES SET OUT IN BR 497 AND ISO 
10211 

NOTE: ENGINEERS SPECIFICATION SUPERSEDES ARCHITECTS SPECIFICATION AND DRAWINGS

PRORIETARY VENTALITION 

STRIP, SEE MANUFACTURES 

SPEC FOR INSTALLATION FOR 
FIXING DETAILS 

OUTER  LEAF 100 X 215 X 440MM DENSE 

CONCRETE BLOCKWORKWITH 10MM MORTAR 

JOINT REFER TO ENGINEERS SPECIFICATION & 
DRAWING 

22MM SAND & CEMENT RENDER WITH SPONGE FINISH, 2

LAYERS OF WEATHERSHIELD PAINT COLOUR TBC BY
ARCHITECT

ROOF TRUSSES TO SPECIALIST

MANUFACTERERS DESIGN AND ENGINEERS APPROVAL

CONCRETE FLAT TILE TO MATCH 

EXISTING, SPECIFIC TILE TO BE 

APPROVED BY ARCHITECT PRIOR TO 

CONSTRUCTION

TIMBER BATTENS TO SLATE MANUFACTURES 

SPECIFICATION

APPROVED BRETHAER MEMBRANE, 

DU PONT TYVEC SURPO PLUS

200MM MINERALWOOL / EARTHWOOL @ 0.044W/MK PACKED 

BETWEEN CEILING JOISTS

200MM MINERALWOOL / EARTHWOOL @ 0.044W/MK LAID 

ACROSS PERPENDICULAR TO JOISTS.

HIGH GRADE AIR - TIGHTNESS MEMBRANE, BY TESCON PRO 

CLIMA MEMBRANE CONTINOUSLY TAPED & SEALED, WITH PRO-

CLIAM TAPE & ORCON SEALANT

WALL PLATE REFER TO STRUCTURAL ENGINEERS DRAWINGS AND 

SPECIFICATION FOR SIZES. 

INTERNAL LEAF 150 X 100 X 440MM DENSE CONCRETE 

BLOCKWORKWITH 10MM MORTAR JOINT REFER TO 

ENGINEERS SPECIFICATION & DRAWING 

150MM CAVITY WITH 150MM UNILIN 

CAVITYTHERM CT/PIR  (0.021 W/MK) FULL FILL 

INSULATION TO BE INSTALLED TO 

MANUFACTURES INSTALLATION GUIDELINES & 

DETAILING

11MM GYPSUM PYPROC HARDCOAT TO BE APPLIED TO WARM SIDE 

OF 150MM INTERNAL LEAF THAN LIGHTLY STRACHED PRIOR TO 

2.5MM GYPROC SKIM COAT FINISH. 

PROPRIETARY CAVITY CLOSER INSULATION 

SHALL BE UNILIN CLOSE-R (FR) OR EQUIVALENT.

THERMAL PERFORMANCE

ENSURE CAVITY INSULATION IS 

SECURED FIRMLY AGAINST INNER 
LEAF OF CAVITY WALL

INSTALL PROPRIETARY CAVITY CLOSER 

WITH MINIMUM THERMAL 

RESISTANCETHROUGH THE CLOSER OF 
NOT LESS THAN 2.90 m²K/W

ENSURE DPC TRAY WRAPPED AROUND 

CILL IS INSTALLED CORRECTLY

ENSURE SPECIFIED THERMAL BLOCK 

IS INSTALLED TO MANUFACTURES 
GUIDANCE

ENSURE MIMUM 50MM THIN-R (O.22 

W/mK) INSULATION INSTALLED 
BEHIND CILL

AIR BARRIER - CONTINUITY

SEAL ALL PENETRATIONS 

THROUGH AIR BARRIER USING 
AIR TIGHTNESS TAPE

MASONRY INNER LEAF WITH WET-

FINISH PLASTER

APPLY FLEXIBLE SEALEANT TO ALL 

JUNCTIONS BETWEEN PLASTER AND 

CILL BOARD AND BETWEEN CILL 
BOARD AMD WINDOW FRAME

ENSURE PHONITHERM 200 THERMAL 

INSULATION IS INSTALLED BEFORE AIR 

TIGHTNESS TAPES, SEALED AT WINDOW/ 
DOOR & INTERNA; BLOCK FACE

IF FORMING TTHE WALL AIR BARRIER WITH 

BLOCKWORK INNER LEAFG OR WITH 
SCRATH COAT ON BLOCKSWORK INSTALL A 

FLEXIBLE SEALANT BETWEEN THE CAVITY 
CLOSER AND BLOCKWORK WALL

GENERAL NOTES

ENGINEERS DRAWIONGS AND 

SPECIFICATION TO SUPERSEDE ARCHITECTS

KEEP CAVITIES CLEAN OF MOORTAR SNOTS 

AND OTHER DEBRIS DURING CONSTRUCTION

TO BE READ IN CONJUNCTION WITH THE 

ACCEPTABLE CONSTRUCTIONS DETAILS ANY 

CHANGES TO THE ABOVE CONSTRUCTION MAY 
CHANGE THE CALCULATED VALUES

THE U-VALUES INDICATED ON THIS 

CERTIFICATE ARE THE ACTUAL U-VALUES FOR 
THE PROPOSED CONSTRUCTION. THE PSI 

VALUES ARE CALCULATED USING THE 

MODELLED U-VALEIN ACCORDANCE WITH 

THE GUIDLINES SET OUT IN BR 497 AND ISO 
10211 

NOTE: ENGINEERS SPECIFICATION SUPERSEDES ARCHITECTS SPECIFICATION AND DRAWINGS

150mm MIN TO TOP OF ZINC 

FLASHING ALONG ROOF

FLASHING IN ZINC SOLDERED TO 

RROF COVERING, INSTALLED BY 

SPECIALIST TO MANUFACTIRES 

DETAILS

PRORIETARY VENTALITION STRIP, 

SEE MANUFACTURES SPEC FOR 

INSTALLATION FOR FIXING 

DETAILS PROPOSED MODIFIED BITUMEN MEMBRANE 

ROOF FINISH, REFER TO ARCHITECTS 
SPECIFICATION FOR FULL SPEC

220MM UNILIN FR-BGM (MECHANICALLY 

INSULATION @0.024W/MK, ALL TO BE 

INSTALLED IN ACCORDANCE WITH 
INSTRUCTIONS ISSUED BY UNILIN.

VAPOUR CONTROL LAYER- PARABASE 3KG 

MODIFIED BITUMEN MEMBRANE FULLY TORCHED 
BONDED WITH 100MM SIDE AND 150MM END 

LAPS, PERIMETERS AND PENETRATIONS 
DETAILED TO ENVELOPE INSULATION BOARD. 

18MM PLYWOOD GENERALLY SHALL COMPLY 

WITH BS 1455. ALL PLYWOOD SHALL BE WBP 

BONDED FIRST GRADE AND SHALL BE FACED 
WITH VENEER AS SPECIFIED

CONTRACTOR TO PROVIDE FLAT ROOF FALLS AT 

1:60 VIA FIRRING PIECES SIZED BY STRUCTURAL 
ENGINEER

TIMBER STRUCTURE ROOF JOIST, REFER TO 

STRUCTURAL ENGINEER FOR STRUCTURE 
SPECIFICATIONS
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400mm Wall Eaves Detail
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Flat Roof / Pitched Roof Detail
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