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EXISTING ROOF SYSTEM TO BE FULLY 

REMOVED AND DISPOSED OFF SITE 
( STRIPPED BACK TO STRUCTURAL 

SLAB) REFER TO ARCHITECTS 
SPECIFICATION FOR FULL SCOPE OF 

WORKS   

RL. +19.04

RL. +21.89

RL. +21.94

RL. +21.93

RL. +21.83

RL. +18.80

EXISTING PARAPET TO 

REMAIN. REFR TO SHEET 
T103 FOR ALTERATIONS 

TO PARPET

EXISTING PARAPET TO REMAIN 

EXISTING PARAPET TO BE 

STRIPPED BACK TO EXISTING 
STRUCTURE TO ALLOW FOR 

NEW HIGHER LEVEL PARPAET 
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ARCHITECTS SPECIFICATION FOR 
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EXISTING ROOF SYSTEM TO 
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EXISTING ROOF SYSTEM TO BE 
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LOCATION EXPANSION JOINT TO BE 
REMOVED TO ALLOW FOR 

NEW EXPANSION JOINT  

EXISTING ROOF LIGHTS ARE 

TO BE
REMOVED AND REPLACED 

WITH NEW VELUX ROOF 
LIGHTS. REFER TO

SPECIFICATION.

EXISTING FLASHING AT THE BASE OF THE WALL TO 
BE REMOVED AND REPLACED WITH NEW LEAD 

FLASHINGS. EXISTING FASCIA AT THE TOP OF THE 
WALLS TO BE REMOVED AND DISPOSED OF AND 

REPLACED WITH NEW FASCIA

EXISTING FLASHING AT THE BASE OF THE WALL TO 
BE REMOVED AND REPLACED WITH NEW LEAD 

FLASHINGS. EXISTING FASCIA AT THE TOP OF THE 
WALLS TO BE REMOVED AND DISPOSED OF AND 

REPLACED WITH NEW FASCIA

EXISTING FLASHINGS TO BE 

CAREFULLY REMOVED AND 
DISPOSED OF TO ALLOW FOR 

NEW LEAD FLASHINGS

EXISTING ROOF SYSTEM TO BE 
FULLY REMOVED AND 

DISPOSED OFF SITE ( STRIPPED 
BACK TO TIMBER JOISTS) AS 

WELL AS EXISTING 
DECOMMISSIONED  WATER 

TANKS TO BE REMOVED AND 
CAREFULLY DISPOSED OF 

REFER TO ARCHITECTS 
SPECIFICATION FOR FULL 

SCOPE OF WORKS   
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STRIPPED BACK TO EXISTING 
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NEW HIGHER LEVEL PARPAET 
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EXPANSION JOINT TO BE 
REMOVED TO ALLOW FOR 

NEW EXPANSION JOINT  

ABUTMENT FLASHINGS 
TO BE REMOVED TO 

ALLOW FOR HIGHER 
ROOF LEVEL AND NEW 

ABUTMENT FLASHINGS

CONTRACTOR TO REMOVE 
EXISTING SERVICES WHERE 

NECESSARY FOR INSTALLION 
OF NEW ROOF. ALL MATERIALS 

RELATED TO THE EXISTING 
SERVICES TO BE STORED 
CAREFULLY THROUGHOUT 

CONSTRUCTION TO ALLOW FOR 
REINSTALLATION  OF THE 

EXISTING SERVICES.

EXISTING 
CHIMNEY TO 

REMAIN 

EXISTING ROOF LIGHTS ARE 
TO BE REMOVED AND 

REPLACED WITH NEW VELUX 
ROOF LIGHTS. REFER TO

SPECIFICATION.
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FOR THE REMOVAL OF THE 
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TO BE REPALACED WITH 

NEW FASCIA & SOFFIT 

CONTRACTOR TO ALLOW 
FOR THE REMOVAL OF THE 

EXISTING FASCIA & SOFFT 
TO BE REPALACED WITH 

NEW FASCIA & SOFFIT 

EXISTING LEAD VALLEY TO BE 
REMOVED AND REPLACED WITH 

NEW LEAD VALLEY 

CONTRACTOR TO REMOVE EXISTING SERVICES 

WHERE NECESSARY FOR INSTALLION OF NEW 
ROOF. ALL MATERIALS RELATED TO THE 

EXISTING SERVICES TO BE STORED CAREFULLY 
THROUGHOUT CONSTRUCTION TO ALLOW FOR 

REINSTALLATION  OF THE EXISTING SERVICES.

CONTRACTOR TO REMOVE EXISTING SERVICES 
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ROOF. ALL MATERIALS RELATED TO THE 

EXISTING SERVICES TO BE STORED CAREFULLY 
THROUGHOUT CONSTRUCTION TO ALLOW FOR 

REINSTALLATION  OF THE EXISTING SERVICES.

CONTRACTOR TO REMOVE EXISTING SERVICES 
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ROOF. ALL MATERIALS RELATED TO THE 

EXISTING SERVICES TO BE STORED CAREFULLY 
THROUGHOUT CONSTRUCTION TO ALLOW FOR 

REINSTALLATION  OF THE EXISTING SERVICES.

CONTRACTOR TO REMOVE EXISTING 
SERVICES WHERE NECESSARY FOR 

INSTALLION OF NEW ROOF. ALL 
MATERIALS RELATED TO THE 

EXISTING SERVICES TO BE STORED 
CAREFULLY THROUGHOUT 

CONSTRUCTION TO ALLOW FOR 
REINSTALLATION  OF THE EXISTING 

SERVICES.

REMOVAL OF EXISTING 

GUTTERS AND DOWNPIPES TO 
ALLOW FOR NEW GUTTERS AND 

DOWNPIPES

REMOVAL OF EXISTING 

GUTTERS AND DOWNPIPES TO 
ALLOW FOR NEW GUTTERS AND 

DOWNPIPES

EXISTING FLASHINGS TO BE 

CAREFULLY REMOVED AND 
DISPOSED OF TO ALLOW FOR 

NEW LEAD FLASHINGS

EXISTING PARAPET TO 

REMAIN. REFR TO SHEET 
T103 FOR ALTERATIONS 

TO PARPET

EXISTING PARAPET TO 

REMAIN. REFR TO SHEET 
T103 FOR ALTERATIONS 

TO PARPET

EXISTING SVP LOCATION. SVP 

TO BE CAREFULLY REMOVED 
AND REINSTALLED AFTER 

CONCRETE REPAIR WORKS 
HAVE BEEN COMPLETED 

EXISTING EXTRENAL FOUL 
WATER PIPE TO BE CAREFULLY 

REMOVED AND REINSTALLED 
AFTER CONCRETE REPIAR 

WORKS ARE COMPLETE

EXISTING PV PANELS TO BE 

CAREFULLY REMOVED AND STORED 
THROUGHOUT THE PROPOSED 

WORKS TO THE ROOF. PV PANELS 
TO BE REINSTATED ONCE WORKS 

ARE COMPLETE

THERMAL COWLS FOR THE HEAT 

RECOVERY UNITS IN THE SCIENCE 
LABS WHICH WILL BE IN PLACE WHEN 

THIS CONTRACT STARTS TO BE 
CAREFULLY REMOVED AND 

REINSTATED AND COMMISSIONED 
ONCE THE  NEW ROOFING SYSTEM IS 

INSTALLED

THERMAL COWLS FOR THE HEAT 

RECOVERY UNITS IN THE SCIENCE 
LABS WHICH WILL BE IN PLACE 

WHEN THIS CONTRACT STARTS TO 
BE CAREFULLY REMOVED AND 

REINSTATED AND COMMISSIONED 
ONCE THE  NEW ROOFING SYSTEM 

IS INSTALLED 

EXTRACT VENTILATION UNIT FOR FUME 
CUPBOARD WHICH WILL BE IN PLACE 

WHEN THIS CONTRACT STARTS. UNIT IS 
TO BE CAREFULLY REMOVED AND 

STORED SAFELY ON SITE TO BE 
REINSTATED  AND COMMISIONED 
ONCE NEW ROOFING SYSTEM IS 

INSTALLED. CONTRACTOR TO ALLOW 
FOR REINSTATING STAY WIRES AND 

GUY WIRE ANCHOR SYSTEM 

EXISTING WALK WAY INDICATED THUS.

PARAPET TO BE REMOVED INDICATED THUS.

BUILDING LEGEND

NOTE : BUILDING LEGEND TO BE READ IN CONJUNCTION WITH ACCOMPANYING DRAWINGS 

AND SPECIFICATION DOCUMENTS.

OUTLINE OF ROOF TO BE REMOVED INDICATED THUS.

ROOF 1 AREA = 264m 

ROOF 2 AREA = 15m

ROOF 3 AREA =392m

ROOF 4 AREA = 52m²

ROOF 5 AREA = 87m²

RAIN WATER GOODS INDICATED THUS.

R1ROOF 1 - SINGLE STOREY ROOF WITH HIGH PARAPET INDICATED THUS

R2

R3

R4

R5

ROOF 2 - SINGLE STOREY ROOF WITH HIGH PARAPET INDICATED THUS

ROOF 3 - TWO STOREY FLAT ROOF INDICATED THUS

ROOF 4 - SINGLE STOREY FLAT ROOF INDICATED THUS

ROOF 5 - SINGLE STOREY PITCHED ROOF INDICATED THUS

ROOFS TO BE REMOVED INDICATED THUS.
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Removal of Existing Roof System

TENDER
PURPOSES ONLY

Proposed Roof works shall be wholly in accordance with the Works 
Requirements / Specification together with the 

requirements of DoES TGD 021 – 7 Minimum Performance 
Standards of Roof Finishes. 

Notwithstanding the above, the design and construction of all roofs 

shall comply with the relevant I.S., EN and B.S. 
Standards and meet the requirements of the current Building 
Regulations parts A to M as applicable.

Proposed Waterproofing System must have a single source 

manufacturer relates to the entire system as a single entity 
including the waterproofing membranes, insulation, roof lights and 

the workmanship in installing all of the above. 
This is required to eliminate split liability on this project.

Flexible waterproof membranes must have a 30-year manufacturer 
durability statement, along with a minimum of a

20-year manufacturer insurance backed guarantee for materials, 
workmanship and the entire installation on site for the specific 
project.

20-year product & workmanship “Insurance Supported Company 

Backed Guarantee” shall begin on the date 
of final inspection by manufacturer of the roofing works.


