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NOTES:MOLONY MILLAR CONSULTING CIVIL & STRUCTURAL ENGINEERS
—THIS DRAWING AND ANY DESIGN HEREON IS THE COPYRIGHT OF THE
CONSULTANTS AND MUST NOT BE REPRODUCED WITHOUT THEIR WRITTEN CONSENT.
—ALL DRAWINGS REMAIN THE PROPERTY OF THE CONSULTANTS.
—FIGURED DIMENSIONS ONLY TO BE TAKEN FROM THIS DRAWING.
—ALL DIMENSIONS TO BE CHECKED ON SITE.
—CONSULTANTS TO BE INFORMED OF ANY DISCREPANCIES BEFORE WORK PROCEEDS.

ATTENUATION /SOAKAWAY TANK
EFFECTIVE VOLUME 1000wide x400x16,000long

32 UNITS OF AQUACELL ECO IN 2 UNIT WIDE x 16 UNITS LONG x 1 UNITS DEEP
FORMATION  (FACH ECO UNIT = 1.0M x0.5mx0.4m high)

ENCAPSULATED IN PERMEABLE GEOTEXTILE (SHOWN DASHED) TERRAM 1000 or equal.
+

SEPARATE IMPERMEABLE MEMBRANE

‘L° SHAPE SHOWN SOLID LINE

TOPSOIL 200mm thick on GEOTEXTILE TERRAM 1000
or equal.
on ATTENUATION TANK

A
pPROPOSED GRASS/SHRUB AR )

WAVIN

'FRENCH’ DRAIN 250x250
A4 AquaCell

GEOTEXTILE NOT SHOWN
SEE SECTION DETAIL
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PRECAST CONCRETE KERB’as 250 x 125mm wide
ALF—BATTEN TYPE

on CONCRETE BED 100mm deep x 300mm wide.
KERB TO SHOW 100mm to 125mm ABOVE SLAB
& CONCRETE HAUNCHING to KERB

CONCRETE YARD SLAB
SLIP MEMBRANE
HARDCORE LAYER
CLAY SUBSOIL

PROPOSED ATTENUATION/SOAKAWAY TANK

SECTION DETAIL 30-30/C23

SCALE 1:25

TOP LAYER STONE SIZE 20 to 40mm
200mm thick on GEOTEXTILE TERRAM
1000 or equal on ATTENUATION TANK

PROPOSED GRASS/SHRUB

'FRENCH" DRAIN 250x250
MEMBRANE NOT SHOWN
SEE SECTION DETAIL

AquaCell

AN AquaCell
OSOS020 o,

ECOy
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PROPOSED ATTENUATION/SOAKAWAY TANK

GAPs TO KERBs TO ALLOW STORM WATER DISCHARGE
—OVER THE EDGE DRAINAGE —
KERB BEHIND SHOWN DASHED

CONCRETE YARD SLAB
SLIP MEMBRANE
HARDCORE LAYER
CLAY SUBSOIL
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ORAS /SHRUBS
(NOT "SHOWN)

TOP SOIL

FRENCH DRAIN 350x350
FREE DRAINING GRANULAR FILL

20mm SINGLE SIZE AGGREGATE

(DO NOT USE LIMESTONE)
SET IN GEOTEXTILE PERMEABLE TERRAM 1000 or equa
100mme LAND DRAIN PERFORATED @ FALL 1:200
SET INTO THE GRANULAR FILL
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