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HSE UNIT

MOUNTMELLICK
DEVELOPMENT
ASSOCIATION

Attenuation Storage
SC-800 Hydrochambers 72 no.
Stone base 300mm
Stone surround 500mm
I.L of hydrochambers 72.59m
Total storage provided 270m cu.m

Outfall
· Flow control valve at manhole at

S10 limiting flow to 2.5 l/s

existing headwall at River Owenass

existing surface water sewer

existing watermain

NSBP003 bypass separator
or equal approved

power supply ducts (red)
1 no. 125mm dia. duct to EV charging
1no. 100mm dia. to public lighting

indicative location for lighting column

Construct manhole existing surface water sewer. Contractor
to confirm invert level prior to commencing works

S20
CL 74.73m
IL 72.87m

S22
CL 74.68m
IL 73.26m

S21
CL 74.49m
IL 73.14m

22
5m

m / 1
:20

0

225mm / 1:207

Separator
CL 74.76m
IL 72.76m

S10
CL 74.94m
IL 72.66m

Ex. Headwall
CL 73.10m
IL 72.50m

S00
CL 73.14m
IL 72.51m

S25
CL 75.07m
IL 73.34m

S24
CL 75.41m
IL 73.19m

225mm / 1:200

S23
CL 75.22m
IL 73.09m

22
5m

m / 1
:20

0

225mm / 1:200

S20A
CL 74.62m
IL 73.07m

Requirements for public lighting
The Contractor shall design, supply, install and commission
public lighting for the car park.
The design and equipment to comply with Laois County
Council specifications and standards for public lighting.

electrical chambers to STAKKAbox
chamber or equal approced

existing surface water drain to
connect into new network

existing surface water drain to
be grubbed up and blocked off

existing surface water drain to
connect into new network

SURFACE WATER DRAINAGE

Sewer and manhole

Gully and discharge pipe

Existing sewer

ELECTRICAL

Electrical Ducting (Power)

Electrical Chamber

Lighting Column

Watermain

Existing Watermain

DRAINAGE & SERVICES - GENERAL LAYOUT

OS mapping reproduced under licence.

This drawing is not to be reproduced without the written
permission of Kilgallen and Partners.  Copyright.

KILGALLEN & PARTNERS
CONSULTING ENGINEERS

 E-mail: Info@Kilgallen.ie, Web: www.kilgallen.ie

MDA BUISNESS PARK CAR PARK REDEVELOPMENT

FOR TENDER PURPOSES ONLY.  NOT TO BE USED FOR ANY OTHER
PURPOSE.

MOUNTMELLICK DEVELOPMENT ASSOCIATION

KYLEKIPROE
WELL ROAD
PORTLAOISE
T +353 56 866 2860

UNIT 3
DANVILLE BUSINESS PARK

KILKENNY
+353 56 777 01090

N

GENERAL
1. Datum for levels is OS Malin Head.

2. Verify existing levels prior to commencement of works.
Report any discrepancies immediately to the Employer's
Representative.

3. The locations shown for existing services are indicative only
and may not be accurate.  Furthermore, uncharted services
may also be present. The Contractor should assume the
existence of services unless proven otherwise.

4. It is the Contractor's responsibility to determine the
existence and precise location of any service located within
the site.  All works shall be carried out in strict accordance
with the document 'Code of Practice for Avoiding Danger
from Underground Services' as published by the Health and
Safety Authority.

SURFACE WATER
1. The Specification for surface water drainage works shall be

the TII Specification for Roadworks unless otherwise noted.

2. All surface water drains and sewers to be constructed in
accordance with Detail SW1.

3. Discharge pipes from gullies to drains and sewers shall be
150mm dia.  Saddle connection for discharge pipes in
accordance with Detail SW2.

4. Chambers to be 1200mm dia. PCC Type C in accordance
with TII Detail CC-SCD-00504.

5. Road gullies shall be in accordance with TII Detail
CC-SCD-00510 and CC-SCD-00512.

6. Separators to be installed in accordance with Detail SW3
and manufacturer's recommendations.

SERVICES DUCTS AND CHAMBERS
1. Services Ducts shall be constructed in accordance with

Detail U1

2. Services chmabers in areas to receive pavement shall be in
accordance with CC-SCD-00565. Service chambers in all
other locations shall be in accordance with CC-SCD-00564.

3. All power supply ducts to be 100mm dia. unless otherwise
noted.
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